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Preface 


5G wireless system is not only an evolution of the legacy 4G networks, but also a system 
with many new service capabilities, related to our daily life. To support these new service 
capabilities, 5G wireless systems integrate many new technologies, which can potentially 
bring new security vulnerabilities. Moreover, strict performance requirements for certain 
applications can not be satisfied with the current security solutions. For instance, vehicular 
communications over 5G require extremely low latency and IoT applications demand low 
overhead. 

The new developments in network architecture and algorithms bring the challenges to 
the researchers to face new security vulnerabilities and high performance requirements of 
security solutions. This book intends to survey the current challenges in the field of secu- 
rity and privacy over 5G wireless systems, and to present flexible and efficient solutions 
for security and privacy over 5G wireless systems. Specifically, the book focuses on security 
and privacy improvements over 5G wireless systems based on security network architec- 
ture, cryptographic solutions, and physical layer security solutions for better flexibility and 
efficiency. There are seven chapters in this book. 

Chapter 1 provides an introduction to 5G wireless systems. The chapter first introduces 
the motivations and objectives of 5G wireless networks. Based on the features of 5G wire- 
less networks, 5G security drives and requirements are discussed. An overview of the 5G 
wireless network architecture is presented, and a comparison between the legacy cellular 
network and the 5G wireless network is discussed to better understand the systems. 

Chapter 2 discusses cellular network security from 1G to 5G. A overview of security devel- 
opment from 1G to 4G is presented. Security attacks and security services in 5G wireless 
networks are discussed. Security architectures from 3G to 5G are illustrated. 

Chapter 3 presents the security services and current solutions for security and privacy 
over 5G systems. The fundamental approaches for providing security in 5G wireless systems 
are first reviewed. Security solutions are introduced based on authentication, availability, 
data confidentiality, key management, and privacy. 

Chapter 4 discusses interference management and security in heterogeneous networks 
(HetNet) over 5G wireless systems. Current studies and background of interference 
management and security issues on confidentiality are first introduced. A general HetNet 
system model and corresponding threat model are proposed. A security solution is 
proposed to utilize the existing interference to improve confidentiality in the 5G network. 


xi 


xii 


Preface 


This chapter presents the details of the proposed method. An experimental study and 
evaluation are then demonstrated. 

Chapter 5 deals with improving flexibility and efficiency of security schemes for hetero- 
geneous IoT networks over 5G systems. A few security and privacy schemes for IoT applica- 
tions are first discussed. A general IoT system architecture, trust models, threat models, and 
design objectives are presented. An authentication and secure data transmission scheme is 
proposed. Security analysis is presented to verify the proposed scheme. This chapter also 
presents an experimental study and evaluation. 

Chapter 6 explores the efficiency of secure mobility management over 5G networks 
based on software-defined networking (SDN). A HetNet system model is proposed over 
a SDN-based 5G network. The handover scenarios and procedures are discussed. The 
proposed authentication protocols are presented with security analysis and performance 
analysis and evaluations. 

Chapter 7 discusses the open issues and possible future research directions over 5G 
wireless networks. 

We hope that our readers will enjoy this book. 


California Dongfeng (Phoenix) Fang 
August 2022 California Polytechnic State University, San Luis Obispo 
Yi Qian 


University of Nebraska-Lincoln 
Rose Qingyang Hu 
Utah State University 
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Introduction 


The advanced features of fifth-generation (5G) wireless network systems yield new 

security and privacy requirements and challenges. This book addresses the motivation for 

security and privacy of 5G wireless network systems, an overview of 5G wireless network 

systems security and privacy in terms of security attacks and solutions, and a new security 

architecture for 5G systems. The aim of 5G wireless network security is to ensure the 

provision of robust security services to 5G wireless systems, without compromising the 

high-performance capabilities that characterize 5G technology. Due to the inadequacy 

of 4G security architectures for 5G systems, novel security architectures are required to 

ensure the effectiveness and adaptability of security in 5G wireless networks. The topics to 

be addressed in this book include: 

e Introduction and background of 5G wireless networks, 

e Attacks and security services in 5G wireless networks, 

e Current 5G wireless security solutions, 

e Anew 5G wireless security architecture, 

e Flexible and efficient security solutions, e.g., physical layer security, authentication, and 
mobility management. 


XV 
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Introduction to 5G Wireless Systems 


Fifth-generation wireless networks, or 5G, are the fifth-generation mobile wireless 
telecommunications beyond the current 4G/International Mobile Telecommunications 
(IMT)-Advanced Systems [Panwar et al., 2016]. 5G wireless network is not only an 
evolution of the legacy 4G cellular networks but also a new communication system that 
can support many new service capabilities [Fang et al., 2017a]. In this chapter, we will 
introduce a general background of 5G wireless networks and 5G security, including 
motivations and objectives, security drives and requirements, and a general 5G wireless 
network architecture. 


1.1 Motivations and Objectives of 5G Wireless Networks 


The research and development of 5G technology is focused on achieving advanced features 
such as enhanced capacity to support a greater number of users at faster speeds than 4G, 
increased density of mobile broadband users to improve coverage [Xu et al., 2021], and sup- 
porting device-to-device (D2D) communications and massive machine-type communica- 
tions [NGMN Alliance, 2015]. 5G planning also aims to provide better network performance 
at lower latency and lower energy consumption to better support the implementation of the 
Internet of Things (IoT) [Andrews et al., 2014]. More specifically, there are eight advanced 
features of 5G wireless systems as follows [Warren and Dewar, 2014]: 


e Data rate: 1-10 Gbps connections to endpoints in the field; 

e Low latency: 1-ms latency; 

e Bandwidth: 1000x bandwidth per unit area; 

e Connectivity: 10-100x number of connected devices; 

e Availability: 99.999% availability; 

e Coverage: 100% coverage; 

e Network energy efficiency: 90% reduction of network energy usage; 

e Device energy efficiency: Up to 10 years of battery life for low-power devices. 

To achieve these eight advanced network performance features, various technologies 
[Agiwal et al., 2016] are applied to 5G systems, such as heterogeneous networks (HetNet), 
massive multiple-input multiple-output (MIMO), millimeter wave (mm Wave) [Qiao et al., 
2015], D2D communications [Wei et al., 2016], software-defined network (SDN) [Dabbagh 
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Figure 1.1 A generic architecture for 5G wireless systems. 


et al., 2015], network functions virtualization (NFV) [Zhang et al., 2015], and networking 
slicing [NGMN Alliance, 2016]. The standardization process for 5G wireless systems has 
been carried out. Figure 1.1 illustrates a generic 5G wireless systems. 

5G wireless systems can provide not only traditional voice and data communications but 
also many new use cases [Xu et al., 2022, Wang et al., 2021b], new industry applications, 
and a multitude of devices and applications to connect the society at large [AB Ericsson, 
2018] as shown in Figure 1.1. Different 5G use cases are specified, such as vehicle-to-vehicle 
and vehicle-to-infrastructure communications [Fang et al., 2019b], industrial automation, 
health services, smart cities, and smart homes [Global Mobile Suppliers Association, 2015]. 
It is believed that 5G wireless systems can enhance mobile broadband with critical services 
and massive IoT applications [Qualcomm, 2016]. With the new architecture, technologies, 
and use cases in 5G wireless systems, it will face new challenges to provide security and 
privacy protections [Huawei, 2015]. 


1.2 Security Drives and Requirements 


To accomplish the objectives of 5G wireless networks, several fundamental security drivers 
and requirements are necessary. Figure 1.2 illustrates the main drives for 5G wireless secu- 
rity as supreme built-in security, flexible security mechanisms, and automation. Supreme 
built-in security is needed since, in 5G, new use cases, new technologies, and new net- 
working paradigms are introduced. The other use cases can introduce specific require- 
ments, such as ultra-low latency in user communications, which will require improving the 
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Figure 1.2 Security drives and requirements for 5G wireless security. 


performance of the current security mechanisms. New technologies not only yield advanced 
service capabilities but also open the door to vulnerabilities and thus impose new security 
requirements in 5G [Liyanage et al., 2016]. In HetNet, different access technologies may 
have different security requirements, and a multi-network environment may need highly 
frequent authentications with stringent delay constraints [Wang et al., 2016b]. Massive 
MIMO has been deemed a critical 5G technique to achieve higher spectral efficiency and 
energy efficiency. It is also considered a valuable technique against passive eavesdropping 
[Deng et al., 2015]. Furthermore, SDN and NFV in 5G will support new service delivery 
models and thus require new security aspects [Chen et al., 2016b, Tian et al., 2017]. With 
the advent of 5G networking paradigms, a new security architecture is needed. To address 
these issues, security must be considered an integral part of the overall architecture and 
should initially be integrated into the system design. 

To support various use cases, new technologies, new networking paradigms, new threats, 
new trust models in an optimal way, and flexible security mechanisms are needed with 
changing ecosystem and growing need for dependability. Based on the current research on 
5G wireless networks, security services on 5G wireless networks have more specific require- 
ments due to the advanced features that 5G wireless networks have, such as low latency, 
and high energy efficiency. With various applications on 5G wireless networks and their 
network performances, flexible security mechanisms are desired with better efficiency per- 
formance [Xu et al., 2019]. 

The trust models of the legacy cellular networks and 5G wireless networks are presented 
in Figure 1.3 [Huawei, 2015]. Not only full trust but also semi-trust or not trust are consid- 
ered. Authentications are required not only between subscribers and the two operators (the 
home and serving networks) but also among service parties in 5G wireless networks. More- 
over, for the use case of vertical industries, the security demands vary significantly among 
different applications. For instance, mobile devices require lightweight security mecha- 
nisms as their power resource constraint, while high-speed services require efficient secu- 
rity services with low latency. Therefore, the general flexibility for 5G security mechanisms 
is another critical requirement [Schneider and Horn, 2015]. Authentication management in 
5G is more complex due to various types of and a massive number of devices connected. For 
different applications, different authentication models can be implemented. In Figure 1.3, 
user authentication can be done by the network provider, service provider, or both. 
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Figure 1.3. Trust model of 4G and 5G wireless networks. 


Besides the supreme built-in security and flexibility security mechanisms, security 
automation is also a key element. It combines automated holistic security management 
with automated and intelligent security controls [NOKIA, 2017]. Since more personal 
information is used in various applications, such as surveillance applied over 5G wireless 
networks, privacy concerns escalate. Moreover, various services in 5G can be tied closer 
than before. For example, the fixed telephone line, internet access, and TV service can 
be terminated simultaneously due to the outage of a major network [Huawei, 2015]. 
Therefore, security automation is needed to make the 5G system robust against various 
security attacks. 


1.3. 5G Wireless Network Architecture 


1.3.1 Overview of the 5G Wireless Network Architecture 


The 5G wireless network architecture is introduced here. As shown in Figure 1.4, the illus- 
trated general 5G wireless network architecture includes a user interface, a cloud-based 
heterogeneous radio access network, a next-generation core, distributed edge cloud, and 
a central cloud. The cloud-based heterogeneous radio access network can combine vir- 
tualization, centralization, and coordination techniques for efficient and flexible resource 
allocation. Based on different use cases, 3GPP classifies more than 70 different use cases 
into four different groups such as massive IoT, critical communications, network opera- 
tion, and enhanced mobile broadband. In the cloud-based heterogeneous access network, 
besides the 3GPP access and non-3GPP access, other new radio technologies will be added 
for more efficient spectrum utilization. In the first stage of 5G, the legacy evolved packet 
core (EPC) will still be valid. Network slicing enables different parameter configurations 
for the next-generation core according to different use cases. New flexible service-oriented 
EPC based on network slicing, SDN, and NFV will be used in the next-generation core as 
virtual evolved packet core (VEPC) shown in Figure 1.4. The VEPC is composed of modu- 
larized network functions. Based on different use cases, the network functions applied to 
each VEPC can be various. In the VEPC, the control plane and user plane are separated 
for the flexibility and scalability of the next-generation core. Edge cloud is distributed to 
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Figure 1.4 A general 5G wireless network architecture. 


improve service quality. The central cloud can implement global data share and centralized 
control. 


1.3.2 Comparison Between the Legacy Cellular Network and the 5G Wireless 
Network 


Compared with legacy cellular networks, 5G wireless networks introduce some new 
perspectives and changes. (i) User equipment and services are not limited to regular 
mobile phones and regular voice and data services. Based on different use cases and 
requirements, user interfaces are classified into four different groups such as massive IoT, 
critical communications, network operation, and enhanced mobile broadband. Every use 
case can affect the radio access selection and VEPC functions. (ii) In addition to 3GPP 
access and non-3GPP access in the cloud-based heterogeneous radio access network, the 
5G access network includes other new radios, which build the foundation of wireless 
standards for the next-generation mobile networks for higher spectrum utilization. The 
new radios can support the performance and connectivity requirements of various use 
cases in 5G wireless networks. Moreover, there are many technologies applied to the access 
network to improve the network performance, such as massive MIMO, HetNet, and D2D 
communications. (iii) The next-generation core will be based on the cloud using network 
slicing, SDN, and NFV to handle different use cases. The flexible service-oriented VEPC 
will be applied. With network slicing, SDN, and NFV, different network functions can be 
applied to the service-oriented VEPC for different use cases. The next-generation core is 
expected to be access-independent. Separation of control and user plane is important to 
achieve an access-agnostic, flexible, and scalable architecture. (iv) Edge cloud is applied to 
5G wireless networks to improve the performance of the network, such as latency. 
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1 Introduction to 5G Wireless Systems 
1.4 Conclusion 


A general background of 5G wireless networks is introduced in this chapter. The motiva- 
tions and objectives of 5G wireless networks are presented. With the expected improve- 
ments in 5G performance, security drives, and requirements are discussed. A general 5G 
wireless network architecture is illustrated in this chapter. Moreover, a comparison of a 
5G wireless network architecture and legacy cellular network architecture is analyzed. It is 
clear that the 5G wireless network introduces significant flexibility to support new use cases 
and corresponding different service requirements. New security architecture and mecha- 
nisms are needed in 5G networks. 


2 


Security from Legacy Wireless Systems to 5G Networks 


This chapter provides an introduction to the evolution of wireless network security, cover- 
ing the security architecture and security services of the second generation (2G) to the fifth 
generation (5G) of wireless networks. 


2.1 Network Security for Legacy Systems 


Based on the technologies and network performances, vulnerabilities and security imple- 
mentation from 2G to 4G are different. 

Security services in 2G system such as global system for mobile communications (GSM) 
include user authentication, communication encryption, user anonymity, and detection of 
stolen/compromised equipment. 


e User authentication: The user authentication is a challenge-response scheme between a 
user and the cellular network (such as visitor network and home network). To achieve 
user authentication requires a random number (RAND) and a key, which is pre-stored in 
the SIM card in the user mobile device. The SIM card also stores algorithms for achieving 
the user authentication. The user authentication is a one-way authentication, where the 
user is authenticated by the cellular network but the cellular network cannot be authen- 
ticated by the user. While this security service can effectively prevent users from misusing 
the network services, it cannot provide protection against rogue base stations. 

e Communication encryption: After user authentication, a session key is generated to 
encrypt the user data between the user and the network on the radio link. A stream 
cipher is used in 2G GSM system. 

e Anonymity: Anonymity is applied to provide privacy of international mobile subscriber 
identity (IMSI) of each user, since IMSI not and is also associated with user’s identity. 
To achieve anonymity, instead of using IMSI all the time, a temporary mobile subscriber 
identity (TMSID) is used and updated between the user and the network based on different 
cases. 

e Detection of stolen/compromised equipment: Each mobile device has an international 
mobile equipment identity, which can be used to achieve detection of stolen or compro- 
mised mobile device. 
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2 Security from Legacy Wireless Systems to 5G Networks 


While 2G technology has established a foundation for security in cellular networks, it 
represents only the beginning of a continuous effort to enhance and strengthen the secu- 
rity measures in mobile communications. 2G networks are vulnerable to attacks targeting 
security algorithms, signaling networks (through exploitation of unencrypted messages), 
security protocols (such as rogue base station attacks), and denial-of-service attacks (includ- 
ing jamming). Furthermore, 2G does not provide data integrity. 

3G such as universal mobile telecommunication system (UMTS) marks the beginning 
of a more comprehensive implementation of security measures in cellular networks. A 
security architecture is defined by 3GPP including five groups of security features in the 
UMTS. From a security perspective, 3G networks introduce significant improvements such 
as mutual authentication, two-way authentication, and key agreement protocols. In addi- 
tion to these measures, 3G also offers enhanced data integrity compared to 2G. The intro- 
duction of stronger cryptographic algorithms further bolsters the security strength of 3G 
networks. 


e AKA: The authentication and key agreement (AKA) mechanism involves three entities 
as a User Services Identity Module (USIM), the serving network, and the home net- 
work. A long term key is pre-shared between the USIM and the network. Based on a 
challenge-response mechanism, the network can authenticate the USIM, and the USIM 
can authenticate the home network. After the authentication, two keys will be generated 
to achieve data confidentiality and data integrity in the USIM and the network. 

e Communication encryption: Confidentiality is provided in the 3G for data transmission 
over radio links between users and the base stations by encrypting the data with a cipher 
key, which is generated after authentication. A stream cipher is used with the cipher key, 
which is 128-bit long. There are also other inputs which will make sure that even for the 
same cipher key, the stream cipher can generate different keystream. 

e Data integrity: Besides confidentiality, data integrity is provided in the 3G for data 
transmission over radio links between users and the base stations based on a message 
authentication code (MAC) with the integrity key of 128-bit long, which is generated 
after authentication. 

e User identity confidentiality: As in 2G, preserving user identity confidentiality is a critical 
consideration in 3G networks. To achieve this, 3G networks implement temporary iden- 
tities, such as TMSI in the circuit-switched domain and P-TMSI in the packet-switched 
domain. These temporary identities are used to limit the frequency of IMSI transmission 
and enhance user privacy. 

e Detection of stolen/compromised equipment: Same as 2G. 

e User-to-USIM authentication: A personal identification number (PIN) is used to achieve 
user-to-USIM authentication. This PIN is only known by the user and the USIM. 


3G networks build upon the security mechanisms of 2G, while introducing modifications 
to enhance overall security. Although 3G expands network services and improves network 
performance, it also introduces new vulnerabilities, such as privacy concerns stemming 
from the introduction of location-based services. In summary, 3G represents a significant 
improvement in security compared to 2G. 

4G long-term evolution (LTE) networks feature a different network architecture com- 
pared to 3G, designed to further improve network performance. This includes the use of 


2.2 Security Attacks and Security Services in 5G Wireless Networks 


evolved NodeBs (eNBs) among other enhancements. In 4G, control plane (CP) and user 
plane (UP) are separated. The security architecture of 4G networks differs slightly from that 
of 3G networks. In addition to further enhancing confidentiality and integrity algorithms, 
4G networks introduce new security perspectives due to their different network architec- 
ture. For instance, 4G provides mutual authentication between user equipment (UE) and 
the evolved packet core (EPC), generating a cipher key and an integrity key after mutual 
authentication. However, in 4G, these keys are utilized differently. The use of comprehen- 
sive key management and handover security are also critical components of 4G security to 
ensure security in mobility scenarios. The following are the security services provided in 
4G LTE system. 


e 4G AKA: 4G AKA protocols build upon 3G AKA to provide mutual authentication 
between UE and EPC, ensuring the authentication of entities while also furnishing 
materials for UP radio resource control (RRC) and non-access stratum (NAS) cipher key 
and RRC and NAS integrity key. 

e Key management: 4G has extended key hierarchy of 3G with more keys applied. The 
two keys generated after mutual authentication are used to derive an intermediate key 
K,syp between UE and access security management entity (ASME). K4syp can be used 
to generate more keys: Kyys, Kyas,,, and K.yp, where K,ypz can derive Kyp_, Kepc,,,, and 
Regie 

e Confidentiality: Data confidentiality is provided in 4G by encrypting communications. 
Kyas. is used to provide data confidentiality between UE and mobility management 
entity (MME). Kyp,,, and Kec, are used to ensure communication confidentiality of 
user plane traffic and radio specific signaling, respectively. 

e Integrity: Data integrity is ensured for communications between UE and MME by Kya... 
The integrity of radio specific signaling is protected by Kggc,. There is no data integrity 
protection for user plane traffic. 

e Handover security: By introducing eNBs, 4G LTE also provides handover security 
between different eNBs to ensure the authentication and key management. Moreover, 
handover security between 4G and legacy systems is also provided. Many of the research 
work focused on improve the handover performance with required security. 


4G networks boast stronger security implementations compared to the previous systems 
and continue to play a crucial role in modern cellular networks. Ongoing security enhance- 
ments are expected for 4G networks as well, further bolstering their security capabilities. 


2.2 Security Attacks and Security Services in 5G Wireless 
Networks 


2.2.1 Security Attacks 


Security attacks can be categorized into two main types based on their attack features: 
passive attacks and active attacks [Stallings, 2017]. For a passive attack, attackers aim to 
learn or use information from legitimate users without influencing the communication 
itself. Two common types of passive attacks can occur in a cellular network: eavesdrop- 
ping and traffic analysis. Passive attacks are intended to violate data confidentiality and 
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Figure 2.1 Attacks in 5G wireless networks (a) eavesdropping, (b) jamming, (c) DDoS, and (d) MITM. 


user privacy. Unlike passive attacks, active attacks can include data modification or inter- 
ruption of legitimate communications. Typical active attacks are man-in-the-middle attacks 
(MITM), denial-of-service (DoS) attacks, and distributed denial-of-service (DDoS) attacks. 
Figure 2.1 illustrates both passive and active attacks in 5G wireless networks, each of which 
is introduced in three key aspects: the type of attack (passive or active), the security ser- 
vices implemented to mitigate the attack, and the corresponding methods utilized to avoid 
or prevent the attack. 


e Eavesdropping: Eavesdropping is a passive attack that can be launched by an unintended 
receiver to intercept a message from others. Eavesdropping does not affect normal 
communication, as shown in Figure 2.1a. Due to its passive nature, eavesdropping 
is hard to be detected. Confidentiality is the security service applied to protect com- 
munication from this attack. Encryption of the signals over the radio link is the most 
common method used to mitigate the eavesdropping attack. The eavesdropper could 
not intercept the received signal directly since the data is encrypted. The encryption 
method heavily depends on the strength of the encryption algorithm, the length of 
the encryption key, and the computing capability of the eavesdropper. As computing 
power continues to rapidly advance and advanced data analysis technologies become 
increasingly prevalent, eavesdroppers can exploit these new capabilities to launch 
their attacks. The eavesdropping attack models in 5G are distinct from those in legacy 
systems, primarily due to the limited computing capabilities of the eavesdroppers 
in legacy system. Traditional mechanisms designed to combat eavesdropping are 
facing significant challenges, as many of them are predicated on the assumption 
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of a small number of simultaneous eavesdroppers with low computing and data 
analysis capabilities. Furthermore, advanced technologies such as HetNet deployed 
in 5G wireless networks may exacerbate the difficulty of thwarting eavesdropping 
attacks. 

e Traffic analysis: Traffic analysis is a type of passive attack where an unauthorized recipi- 
ent intercepts information by analyzing the traffic of a received signal, without decipher- 
ing the content of the communication. The intercepted information can include details 
such as the location and identity of the communication parties, and can be used to deduce 
sensitive information about the communication. Even if the signal is encrypted, traffic 
analysis can still be utilized to reveal the patterns of communication parties. Traffic analy- 
sis attack does not impact legitimate communications either. Privacy protection is needed 
against traffic analysis. Currently, there is a significant amount of research focused on 
countering traffic analysis attacks, such as introducing artificial noise to disrupt traffic 
patterns and prevent the interception of sensitive information. 

e Jamming: Unlike eavesdropping and traffic analysis, jamming can completely disrupt 
communication between legitimate users. Figure 2.1b is an example of the jamming 
attack. The malicious node can generate intentional interference that can disrupt the 
data communications between legitimate users. Jamming can also prevent authorized 
users from accessing radio resources. Availability is a security service aimed at mitigating 
the impact of jamming attacks. 

e DoS and DDoS: DoS attacks, which aim to exhaust network resources, are a violation of 
network availability and can be launched by adversaries. Jamming can be employed as 
a means of carrying out a DoS attack. In the case where multiple distributed adversaries 
are involved, a DDoS attack can be formed, as shown in Figure 2.1c. These active attacks 
can occur at different network layers, and detection mechanisms are currently employed 
to identify and recognize DoS and DDoS attacks. 

e MITM: In MITM attack, the attacker secretly takes control of the communication channel 
between two legitimate parties. The MITM attacker can intercept, modify, and replace the 
communication messages between the two legitimate parties. Figure 2.1d shows a MITM 
attack model. MITM is an active attack that can be launched in different layers. In par- 
ticular, MITM attacks aim to compromise data confidentiality, integrity, and availability. 
Based on Verizon’s data investigation report [Baker et al., 2011], MITM attack is one of 
the most common security attacks. In a legacy cellular network, a false base station-based 
MITM attack occurs when an attacker creates a fake base transceiver station to intercept 
and manipulate communications between a legitimate user and the intended destina- 
tion, resulting in a compromised connection [Conti et al., 2016]. Mutual authentication 
between the mobile device and the base station is typically used to prevent false base 
station-based MITM. 


2.2.2 Security Services 


The emergence of 5G wireless networks, with their novel architecture, technologies, and 
use cases, introduces new security challenges and demands for security services. This sub- 
section introduces four types of security services in 5G wireless systems: authentication 
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(entity authentication, message authentication), confidentiality (data confidentiality, pri- 
vacy), availability, and integrity. 


2.2.2.1 Authentication 

Entity authentication and message authentication are the two types of authentications. 
To tackle the previously discussed attacks, entity authentication and message authenti- 
cation are essential in 5G wireless networks. Entity authentication is used to ensure the 
communicating entity is the one that it claims to be. In legacy cellular networks, mutual 
authentication between UE and MME is implemented before the two parties communi- 
cate. The mutual authentication between UE and MME is the most critical security feature 
in the traditional cellular security framework. The AKA in 4G LTE cellular networks is 
symmetric-key based. However, 5G requires authentication not only between UE and MME 
but also between other third parties, such as service providers. Given the distinct trust 
model of 5G networks compared to traditional cellular networks, a hybrid and adaptable 
approach to authentication management becomes necessary. Hybrid and flexible authen- 
tication of UE can be implemented in three different ways: authentication by the network 
only, authentication by the service provider only, and authentication by both network and 
service provider [Huawei, 2015]. Due to the very high-speed data rate and extremely low 
latency requirement in 5G wireless networks, authentication in 5G is expected to be much 
faster than ever. Moreover, the multi-tier architecture of the 5G may encounter very fre- 
quent handovers and authentications between different tiers in 5G. In Duan and Wang 
[2016], to overcome the difficulties of key management in HetNets and to reduce the unnec- 
essary latency caused by frequent handovers, and authentications between different tiers, 
an software-defined networking (SDN)-enabled fast authentication scheme using weighted 
secure-context-information transfer is proposed to improve the efficiency of authentication 
during handovers and to meet 5G latency requirement. A public-key-based AKA mecha- 
nism is proposed in Eiza et al. [2016] and Zhang et al. [2017a] as a means of enhancing 
security services in 5G wireless networks. 

Message authentication has become increasingly important with the various new 
applications in 5G wireless networks. Moreover, message authentication is facing new 
challenges with the more strict requirements on latency, spectrum efficiency (SE), and 
energy efficiency (EE) in 5G. In Dubrova et al. [2015] an efficient Cyclic Redundancy 
Check (CRC)-based message authentication for 5G is proposed as a means of detecting 
both random and malicious errors, without the need for increased bandwidth. 


2.2.2.2 Confidentiality 

Confidentiality encompasses two distinct dimensions, namely, data confidentiality and pri- 
vacy. Data confidentiality protects data transmission from passive attacks by limiting the 
data access to intended users only and preventing access from or disclosure to unauthorized 
users. Privacy safeguards legitimate users against control or manipulation of their informa- 
tion. For example, privacy protects traffic flows from any analysis of an attacker. Traffic 
patterns in 5G networks can potentially reveal sensitive information, such as the location 
of senders or receivers. With a range of applications in 5G, including vehicle routing and 
health monitoring, user privacy can be compromised by vast amounts of data generated. 
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Data encryption is a widely adopted technique to ensure data confidentiality in which 
information is transmitted in such a way that unauthorized users cannot extract any mean- 
ingful information from it. Symmetric key encryption techniques can be applied to encrypt 
and decrypt data with one private key shared between the sender and the receiver. A secure 
key distribution method is required to share a key between the sender and the receiver. 
The conventional cryptography method is designed based on the assumption that attackers 
have limited computing capabilities. Rather than relying solely upon generic higher-layer 
cryptographic mechanisms, physical layer security (PLS) can support confidentiality ser- 
vice [Trappe, 2015] against jamming and eavesdropping attacks. Due to the large number 
of data involved in 5G networks, privacy protection services demand greater attention com- 
pared to legacy cellular networks [ERICSSON, 2015]. Anonymity service is an essential 
security requirement in many use cases. In many cases, privacy leakage can cause seri- 
ous consequences. For example, health monitoring data reveals sensitive personal health 
information [Zhang et al., 2017a]; vehicle routing data can expose the location privacy [Eiza 
et al., 2016]. 5G wireless networks raise serious concerns about privacy leakage. In HetNets, 
due to the high density of small cells, the association algorithm can reveal users’ location 
privacy. In Farhang et al. [2015], a differentially private algorithm is proposed to protect 
location privacy. In Abd-Elrahman et al. [2015], the proposed protocol secures privacy in 
group communications. In Eiza et al. [2016], cryptographic mechanisms and schemes are 
proposed to provide secure and privacy-aware real-time video reporting services in vehicu- 
lar networks. 


2.2.2.3 Availability 

Availability refers to the extent to which a service is accessible and functional to legitimate 
users, regardless of their location or the time of request. Assessing the system’s resilience 
against different types of attacks, including attacks to availability, is a critical performance 
metric in 5G networks. Availability, as a measure of system robustness, is particularly 
important in this context and is often targeted by active attackers. One of the major type of 
attacks on availability is the DoS attack, which can cause service access denial to legitimate 
users. Jamming or interference can disrupt the communication links between legitimate 
users by interfering with the radio signals. The robustness of 5G wireless networks is 
challenged by a multitude of unsecured IoT nodes, making them vulnerable to DDoS 
attacks that can significantly impact service availability. 

Direct sequence spread spectrum (DSSS) and frequency hopping spread spectrum (FHSS) 
are two well-established PLS techniques employed to enhance availability. DSSS, originally 
developed for military applications in the 1940s, multiplies a pseudo-noise spreading code 
with the original data signal spectrum. Without knowledge of the spreading code, a jammer 
would require significantly more power to disrupt the legitimate transmission. For FHSS, 
a signal is transmitted by rapidly switching among many frequency channels using a pseu- 
dorandom sequence generated by a key shared between transmitter and receiver. Dynamic 
spectrum is applied to D2D communications and cognitive radio paradigm to improve the 
SE in 5G. In Adem et al. [2015], the authors observed that FHSS may lead to poor perfor- 
mance in the face of jamming attacks. A pseudorandom time hopping spread spectrum is 
proposed to improve jamming, switching, and error probability performance. Resource allo- 
cation is adopted to enhance the detection of the availability violation [Labib et al., 2015]. 
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2.2.2.4 Integrity 

Message authentication only verifies the message source and does not offer any safeguards 
against message duplication or modification. 5G networks aim to provide ubiquitous 
connectivity and support applications that are closely linked to daily human life, such as 
water quality monitoring and transportation scheduling. Data integrity is a critical security 
requirement for these specific applications. 

Integrity ensures that the information is not tampered with or altered by active attacks 
launched by unauthorized entities. Malicious insider attacks, such as message injection or 
modification, can compromise data integrity. Insider attackers hold valid identities, mak- 
ing it challenging to detect their malicious activities. In use cases such as smart meters in 
smart grid [Yan et al., 2012], data integrity service needs to be provided against manipula- 
tion. Compared to voice communications, data can be more easily attacked and modified 
[SIMalliance, 2016]. Integrity services can be provided by mutual authentication, which can 
generate an integrity key. The integrity service of personal health information is required 
[Zhang et al., 2017a]. Authentication schemes can offer message integrity protection [Eiza 
et al., 2016]. 


2.3 The Evolution of Wireless Security Architectures from 3G 
to 5G 


2.3.1 3G Security Architecture 


The 3G security architecture defined by 3GPP TS 33.102 is shown in Figure 2.2. There are 
five groups of security features defined in the security architecture as follows: 


e Network access security (I): This group offers a range of security features to ensure 
secure user access to 3G services and protect against radio access link attacks. These 
features encompass user identity confidentiality, user location confidentiality, user 
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Figure 2.2 3G security architecture defined by 3GPP TS 33.102. 
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untraceability, user authentication, network authentication, data confidentiality, data 
integrity, and mobility equipment identification. 

e Network domain security (II): The security feature set offered in this group aims to facil- 
itate secure exchange of signaling data among users and safeguard against attacks on the 
wired network part of the 3G wireless system. 

e User domain security (III): This group defines a set of security features to ensure secure 
mobile station access, including user-to-USIM authentication and USIM-terminal 
authentication. 

e Application domain security (IV): The set of security features defined in this group 
focuses on facilitating secure communication between applications in both user and 
provider domains. 

e Visibility and reconfigurability of security (V): This group defined a set of features to 
inform users about the availability of security features and whether the provision and 
use of services depend on these security features. 


2.3.2 4G Security Architecture 


The 4G network employs both 3GPP access and non-3GPP access to connect the evolved 
packet system (EPS). The security architecture of 4G is similar to that of 3G, with five secu- 
rity groups defined, as shown in Figure 2.3. 


e Network access security (I): The set of security features is designed to ensure user secure 
access services provided by the 3GPP EPC. To achieve this goal, various security services, 
including authentication, key management, data confidentiality, data integrity, and user 
identity confidentiality, are provided. 

e Network domain security (ID: Similar to 3G, this security feature set aims to ensure secure 
exchange of signaling data between users and protection against attacks on the wired 
network part of the 4G wireless system. 
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Figure 2.53 4G security architecture defined by 3GPP TS 33.402. 
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e User domain security (II): Same as the user domain security in 3G, in 4G, the set of 
security features in this group ensures secure access to the mobile station. 

e Application domain security (IV): Similar to 3G, the set of security features in this group 
aims to ensure secure messaging between applications in both the user and provider 
domains. 

e Non-3GPP domain security (V): This group focuses on providing security features specif- 
ically for non-3GPP access. 


2.3.3. 5G Wireless Security Architecture 


2.3.3.1 Overview of the Proposed 5G Wireless Security Architecture 

In Fang and Qian [2020], the authors proposed a new 5G wireless security architecture as 
illustrated in Figure 2.4. With the new characteristics of the next-generation core, a separa- 
tion of the data plane and control plane of virtual evolved packet core (VEPC) is proposed, 
where the data plane can be programmable for its flexibility. The major network functions in 
the control plane of the next-generation core are identified in TR 23.799, which are utilized 
in this security architecture as follows: 


e Access and mobility management function (AMF): The function serves to manage con- 
trol access and mobility, and it is implemented in the MME of legacy cellular networks. 
However, its application may vary depending on the specific use case. Notably, the mobil- 
ity management function is not required for fixed-access applications. 

e Session management function (SMF): This function is capable of establishing and man- 
aging sessions according to network policies. Additionally, in cases where a single user 
has multiple sessions, different SMFs can be assigned to manage each session while still 
being associated with a single AMF. 

e Unified data management (UDM): UDM manages subscriber data and profiles (such as 
authentication data of users) for both fixed and mobile access in the next-generation core. 

e Policy control function (PCF): This function provides roaming and mobility manage- 
ment, quality of service, and network slicing. AMF and SMF are controlled by PCF. Dif- 
ferentiated security can be provided with PCF. 
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Figure 2.4 The 5G wireless security architecture. 
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AMF and SMF have integrated into the legacy cellular networks as MME. The separation 
of AMF and SMF can support a more flexible and scalable architecture. In the network 
function-based control plane, different network functions can be applied to different use 
cases. 


2.3.3.2 Security Domains 
Similar to the legacy cellular networks, four security domains are defined in Figure 2.4 as 
A, B, C, D. The details of these security domains are introduced as follows. 


Network access security (A): The set of security features that enable secure user interface 
access to the next-generation core and safeguard against potential attacks on the 
radio access link. The new physical layer technologies applied to the radio access 
network, including massive multiple-input and multiple-output (MIMO), HetNet, D2D 
communications, and mmWave, bring new challenges and opportunities in network 
access security. The security of this level is reinforced by various mechanisms, including 
confidentiality and integrity protection that are implemented between the user interface 
and radio access network. Ongoing research on network access security is mainly 
focused on ensuring the confidentiality of user identity and location, as well as the 
confidentiality of user and signaling data. In addition, entity authentication is also an 
area of interest in this field. 

Network domain security (B): The set of security features that safeguard against the attacks 
on the wireline network part of the 5G system and facilitate secure exchange of signaling 
and user data among entities and functions. As shown in Figure 2.4, this level of security 
is present between an access network and next-generation core, control plane, and user 
plane. Since new technologies such as cloud computing, network slicing, and network 
functions virtualization (NFV) are applied to 5G core and radio access networks, new 
vulnerabilities at this level need to be addressed. However, with the separation of the 
control plane and user plane, the amount of signaling data will be significantly reduced. 
The network function-based control plane also reduces the required signaling overhead 
for data synchronization. Entity authentication, data confidentiality, and data integrity 
are the main security services at this level. With the independent characteristics of access 
techniques of AMF, the network domain security performance can be simplified and 
improved. 

User domain security (C): The set of security features that establish mutual authentica- 
tion between the user interface and the next-generation core, ensuring secure access 
to the control plane from the user interface. Authentication is the main focus at this 
level. Based on the use case, authentication may be needed for more than two parties. 
For example, authentication can be required between the user and a network operator 
as well as between the user and a service provider. Moreover, different service providers 
may need to authenticate each other to share the same user identity management. Com- 
pared to device-based identity management in legacy cellular networks, new identity 
management methods are needed to improve security performance. 

Application domain security (D): The set of security features that guarantee secure message 
exchange between applications at the interfaces, between the user interface and service 
provider, and between the user and network operator. 
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2.4 Summary 


This chapter provides an introduction to wireless network security from legacy cellular 
systems to 5G systems, followed by a discussion on security attacks and expected security 
services in 5G wireless systems. Finally, the chapter gives an overview on the evolution of 
wireless security architectures from 3G to 5G systems. 


3 


Security Mechanisms in 5G Wireless Systems 


This chapter discusses the security mechanisms in 5G wireless systems, focusing on pro- 
viding different security services such as authentication, availability, data confidentiality, 
key management, and privacy. These mechanisms can be categorized into two main 
approaches: cryptographic with new networking protocols and physical layer security 
(PLS). Before delving into the 5G security solutions, the basics of these two categories are 
introduced. 


3.1 Cryptographic Approaches and Physical Layer Security 


Cryptographic techniques are widely used security mechanisms in 5G wireless networks 
and are typically implemented at the upper layers with new networking protocols. Modern 
cryptography consists of symmetric-key cryptography and public-key cryptography. 
Symmetric-key cryptography refers to the encryption methods in which a secret key is 
shared between a sender and a receiver. Public-key cryptography, also known as asymmet- 
ric cryptography, involves the use of two different keys: a public key for encryption and a 
private key for decryption. Besides cryptographic approaches, PLS is also widely explored 
in 5G systems. 

This section outlines security solutions based on cryptographic approaches, including 
symmetric-key cryptography and public-key cryptography. Table 3.1 provides an overview 
of the various security services discussed for cryptographic approaches. 


e Symmetric-key cryptography: Symmetric-key cryptography refers to any cryptographic 
algorithm that uses a shared secret key to encrypt and decrypt data. It can provide data 
confidentiality, authentication, and data integrity [Qian et al., 2021]. Figure 3.1 illustrates 
how symmetric-key-based encryption and decryption can be used to achieve confiden- 
tiality by using the same key for both processes. This approach is commonly employed to 
ensure data confidentiality for data communication and storage. Encryption and decryp- 
tion use the same key. Symmetric-key-based encryption and decryption are widely used 
to ensure data confidentiality for data communication and storage. 

In addition to symmetric-key-based encryption and decryption, message authentication 
code (MAC) and hash functions can also be utilized to achieve message authentication 
and integrity. 

5G Wireless Network Security and Privacy, First Edition. Dongfeng (Phoenix) Fang, Yi Qian, and Rose Qingyang Hu. 
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Table 3.1 Cryptography and physical layer security. 
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Figure 3.1 Symmetric-key encryption and decryption. 


Figure 3.2 Key management with KDC. 


KDC 


Symmetric-key cryptography is based on the assumption that the sender and the receiver 
both securely share and store a secret key K. Generally, K can be distributed by a key 
distribution center (KDC), which is fully trusted by both the sender and receiver. The 
KDC-based system suffers a single point-of-failure issue. The key management based on 
KDC is shown in Figure 3.2. KDC has a pre-shared key with each user associated with 
it, such as Alice shares K, and Bob shares K, with KDC. Based on K, and K,, KDC can 
generate a key K,,, and distribute this key securely to Alice and Bob to secure the com- 
munications between Alice and Bob for each session. 

e Public-key cryptography: Public-key cryptography utilizes a pair of keys — a public key and 
a private key — to achieve confidentiality, authentication, integrity, and non-repudiation. 
This cryptographic algorithm eliminates the need to securely share the key between par- 
ties [Stallings et al., 2012]. 
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Figure 3.4 Public-key-based digital signature. 


Figure 3.3 shows public-key-based encryption and decryption. Alice has her public key 
Ki" and private key K/,”, and Bob has his public key Kf" and private key Kf”. Alice and Bob 
possess each other’s public keys. Alice can use Bob’s public key to encrypt the plaintext 
M to the ciphertext C, and Bob can use his private key to decrypt the ciphertext C to the 
plaintext M. This method can also be used for key exchange and distribution. 

Besides confidentiality and key exchange, public-key cryptography can also pro- 
vide a digital signature, which ensures data integrity, message authentication, and 
non-repudiation. Different from confidentiality, digital signature scheme is illustrated in 
Figure 3.4. Alice can sign a message using her private key to generate a digital signature. 
Bob can verify the digital signature by decrypting the signed message using Alice’s 
public key. 

Public-key cryptography is commonly utilized for secret key distribution and providing 
security services like non-repudiation, which cannot be accomplished by symmetric-key 
cryptography. Compared to symmetric-key cryptography, key management is relatively 
straightforward in public-key cryptography, where users share their public keys, and a 
certificate authority signs all users’ public keys. 


The objective of PLS is to leverage the physical properties of communication channels 
to establish secure communication. To improve communication security at the physical 
layer in wireless networks, several methods have been developed, which can be classified 
into five major categories: theoretical security capacity, channel, coding, power, and other 
approaches [Shiu et al., 2011]. PLS techniques primarily focus on preventing eavesdropping 
and jamming attacks, as illustrated in Table 3.1. 

Theoretical security capacity research primarily centers around the analysis of secrecy 
capacity [Oggier and Hassibi, 2011], which is the disparity in data rates between an autho- 
rized user and an unauthorized user. The secrecy capacity C, is defined as: 


C=0C,=C., (3.1) 
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where C,,, is the main channel capacity of the legitimate user, and C, is the channel capacity 
of the eavesdropper. Besides secrecy capacity, secrecy outage probability is defined as the 
instantaneous secrecy capacity is less than a target secrecy rate R,, where R, > 0, and: 


Pout(R,) = P(C, < R,)- (3.2) 
PLS primarily consists of three distinct approaches: 


e Channel approaches leverage the unique characteristics of the communication channel 
to enhance security. These methods can be broadly categorized into three types: radio 
frequency (RF) fingerprinting [Sperandio and Flikkema, 2002], algebraic channel 
decomposition multiplexing (ACDM) precoding [Li and Ratazzi, 2005], and ran- 
domization of multiple-input and multiple-output (MIMO) transmission coefficients 
[Abbasi-Moghadam et al., 2008]. 

e Coding approaches: Coding approaches are typically employed to enhance resilience 
against eavesdropping and jamming attacks. Error-correcting coding and spread 
spectrum coding are two commonly used methods in coding approaches. 

e Power approaches: Power approaches can also enhance data protection. The advance- 
ments in hardware and software in 5G have made it possible to employ techniques such as 
directional antennas, artificial noise injection, and power control to mitigate eavesdrop- 
ping and jamming attacks. Directional antennas allow legitimate users to receive data 
from a specific direction, while eavesdroppers are unable to receive the signal. Artificial 
noise injection can also enable secure communication by decreasing the signal-to-noise 
ratio. 


3.2 Authentication 


Authentication is a critical security service in 5G wireless networks. In previous cellular 
networks, authentication schemes were typically based on symmetric-key cryptography. 
Implementing authentication schemes can provide several security benefits. In 3G cellular 
networks, mutual authentication is implemented between a mobile station and the net- 
work. Following the authentication, a cipher key and an integrity key are generated to 
provide both data confidentiality and data integrity between the mobile station and the 
base station (BS). 

Authentication in 5G systems poses various challenges such as meeting low latency 
requirements, supporting device-to-device (D2D) communication, ensuring efficient 
utilization of bandwidth and energy, addressing limited computational capabilities of 
devices, and considering new security service requirements. 


e Low latency requirement: Due to the low latency requirements of 5G networks, authen- 
tication schemes must be more efficient than ever before. To leverage the advantages 
of software-defined networking (SDN), in Duan and Wang [2016], a fast authentication 
scheme in SDN is proposed, which uses weighed secure-context-information (SCI) trans- 
fer as anon-cryptographic security technique to improve authentication efficiency during 
frequent handovers in a HetNet in order to address the latency requirement. The proposed 
fast authentication protocol includes full authentication and weighted SCI transfer-based 
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fast authentication. As shown in Figure 3.5, after the first full authentication in one cell, 
it can be readily applied in other cells with MAC address verification, which only needs 
local processing. Moreover, full authentication can even be done without disrupting user 
communication. A valid time duration parameter is used to flexibly adjust the secure level 
requirement. Compared to cryptographic authentication methods, the proposed method 
is less susceptible to be compromised as it relies on the user’s inherent physical layer 
attributes. SCI utilizes multiple physical layer characteristics to enhance authentication 
reliability for applications that require a high level of security. The SDN-enabled authen- 
tication model is illustrated in Figure 3.5. The SDN controller employs a model to mon- 
itor and predict the user’s location, allowing it to prepare the relevant cells before the 
user’s arrival and achieve seamless handover authentication. Physical layer attributes 
are used to provide unique fingerprints of the user and to simplify the authentication 
procedure. Three types of physical layer attributes are utilized as fingerprints for individ- 
ual users. Once authentication is complete, the validated initial attributes are acquired. 
The SDN controller constantly gathers observations by sampling various physical layer 
attributes from received packets to validate the original attributes. The original file and 
observation results both contain the mean and variance of the selected attributes. Then 
the mean attribute offset can be calculated based on the validated original attributes and 
observed attributes. If the attribute offset is less than a pre-determined threshold, the user 
equipment is considered legitimate. To evaluate the performance of the authentication 
method, an SDN network model using priority queuing is proposed. The arriving traffic 
is being modeled using a Pareto distribution. The delay in authentication is being com- 
pared across multiple network utilization scenarios. The simulation results compared 
the delay performance of SDN-enabled fast authentication with that of the conventional 
cryptography authentication method. SDN-enabled fast authentication exhibits superior 
delay performance, leveraging the flexibility and programmability offered by SDN in 5G 
networks. 

Supporting D2D communication: To mitigate the security concerns stemming from the 
absence of a security infrastructure for D2D communications, [Abualhaol and Muegge, 
2016] introduced a security scoring mechanism based on continuous authenticity. This 
approach employs the concept of legitimacy patterns to implement continuous authentic- 
ity, allowing for the detection of attacks and the measurement of system security scores. 
The legitimacy pattern involves the insertion of a redundant sequence of bits into a packet 
to facilitate attack detection. The simulation results demonstrate the efficacy of the pro- 
posed security scoring using legitimacy patterns. Furthermore, the authors suggest that 
taking into account both technical aspects and human behavior could enhance the per- 
formance of legitimacy patterns. 

High efficiency in bandwidth utilization and energy consumption: In their work 
[Dubrova et al., 2015], the authors introduced a new message authentication mechanism 
based on cyclic redundancy check (CRC) that combines the high security and excep- 
tional efficiency in bandwidth utilization and energy consumption achievable in 5G 
networks. Notably, this scheme is capable of detecting double-bit errors within a single 
message, enhancing the reliability and accuracy of the authentication process. The CRC 
codes-based cryptographic hash functions are defined. A linear feedback shift register 
(LFSR) is used to efficiently implement the CRC encoding and decoding. The message 
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Figure 3.5 A SDN-enabled authentication model. Source: Adapted from Duan and Wang [2016]. 


authentication algorithm produces an authentication tag based on a secret key and the 
message. The security assumption underlying this scheme is that the adversary possesses 
the family of hash functions but lacks access to the specific polynomial g(x) and pad 
s utilized for generating the authentication tag. The generator polynomial is changed 
periodically at the beginning of each session, and pad s is changed for every message. 
The new family of cryptographic hash functions based on CRC codes with generator 
polynomials in g(x) = (1+ x)p(x) are introduced, where p(x) is a primitive polynomial. 
While maintaining the implementation simplicity of cryptographically non-secure 
CRCs, the proposed CRC incorporates a re-programmable LFSR that necessitates 
adaptable connections. 

e Limited computational capability devices: Radio frequency identification (RFID) has 
been widely adopted across numerous industries and applications. Due to various limita- 
tions in low-cost RFID tags, the encryption algorithms and authentication mechanisms 
applied to RFID systems need to be very efficient. Simple and fast hash function is 
considered for the authentication mechanisms of RFID systems. When using a single 
RFID tag for multiple applications, it is important to take into account the possibility 
of revocation in the authentication scheme. In Fan et al. [2015], the authors proposed a 
revocation method in the RFID secure authentication scheme in 5G use cases. A hash 
function and a random number are used to generate the corresponding module through 
a typical challenge-response mechanism. Figure 3.6 shows an authentication process of 
the RFID secure application revocation scheme. The reader contains a pseudo-random 
number generator (PNG), and the server holds a hash function and a database (HFD). 
The server establishes a tag record for each legitimate tag as (IDS, ID;) and a group 
of corresponding application records as (Ke: q is the authentication request 
generated by the reader. r, is the first random number generated by the PNG in the 
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Figure 3.6 The authentication process of the RFID secure application revocation scheme. Fan 
et al. [2015]. 


reader. Upon receiving the authentication request, the tag generates the second random 
number r, and calculates two hash authentication messages M,, M,, and the exclusive 
or (XOR) authentication information value F = E © K; - where E is the current value of 
the status flag information, which is used to determine whether to revoke or to certify 
the application. The presented security and complexity results demonstrate that the 
proposed scheme offers a better security and the same level of complexity as existing 
schemes. 

e New security services consideration: Considering the open nature of D2D communica- 


tions between medical sensors and the high privacy requirements of the medical data, in 
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Figure 3.7. Am-health system model Zhang et al. [2017a]. Source: Adapted from NINENII/Adobe 
Stock Photos. 
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Zhang et al. [2017a], by utilizing certificate-less generalized signcryption (CLGSC) tech- 
nique, the authors proposed a light-weight and robust security-aware (LRSA) D2D-assist 
data transmission protocol in an m-health system. The m-health system is modeled in 
Figure 3.7, where S is the source node and R represents the relay node. Anonymous and 
mutual authentication are implemented between the client and the physician in a wire- 
less body area network to protect the privacy of both the data source and the intended 
destination. The signcryption of the message y, and encryption of its identity e}, are 
applied to the source client to authenticate the physician. A certificated-less signature 
algorithm is applied to the source client data before it is sent out. The source data iden- 
tity can only be recovered by the intended physician who has the private key (xj, Z;;). 
The ciphertext 4, should be decrypted after the source identity is recovered with the 
right session key. Therefore, even if the private key is leaked out, without the session 
key, the ciphertext is still safe. On the other hand, by verifying the signcryption p,, the 
physician can authenticate the source client. The relay nodes can verify the signature and 
then forward the data with their own signatures. The computational and communication 
overheads of the proposed CLGSC are compared with the other four schemes. Simulation 
results show that the proposed CLGSC scheme has a lower computational overhead than 
the other four schemes. 

Compared to IEEE 802.11p and legacy cellular networks, 5G is a promising solution to 
provide real-time services for vehicular networks. However, security and privacy need to 
be enhanced in order to ensure the safety of transportation system. In Eiza et al. [2016], 
a reliable, secure, and privacy-aware 5G vehicular network supporting real-time video 
services is presented. The system architecture is shown in Figure 3.8, which includes a 
mobile core network (MCN), a trusted authority (TA), a department of motor vehicles 


~ ~ 


ae Servers 


Cloud platform 
4 


“ t 7). : j 
oa A <—> D2D Link 
<-> 5G mmWave 


Figure 3.8 A 5G-enabled vehicular network. Source: Adapted from Eiza et al. [2016]. 
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(DMV), and a law enforcement agency (LEA). D2D communications and mmWave 
techniques are adopted in 5G vehicular communications. As shown in Figure 3.8, 
HetNet is applied to expand network capacity and achieve high user data rates. The 
cloud platform provides massive storage and ubiquitous data access. The proposed 
cryptographic mechanisms include a pseudonymous authentication scheme, public-key 
encryption with keyword search, ciphertext-policy attribute-based encryption, and 
threshold schemes based on secret sharing. The pseudonymous authentication scheme 
with strong privacy preservation [Sun et al., 2010] is applied to optimize the certification 
revocation list size, which is in a linear form with respect to the number of revoked 
vehicles so that certification verification overhead is the lowest. The authentication 
requirements include vehicle authentication and message integrity, where vehicle 
authentication allows the LEA and official vehicles to check the sender’s authenticity. 
Authentication is achieved by using a public-key-based digital signature that binds an 
encrypted traffic accident video to a pseudonym and to the real identity of the sender. 
The pseudonymous authentication technique can achieve the conditional anonymity 
and privacy of the sender. 


3.3 Availability 


Availability is a key metric to ensure ultra-reliable communications in 5G. By emitting wire- 
less noise signals randomly, a jammer can significantly degrade the performance of mobile 
users and even completely block the availability of services. Jamming is one of the typi- 
cal mechanisms used to launch DoS attacks in the physical layer. Most of the anti-jamming 
schemes use the frequency-hopping techniques, in which users hop over multiple channels 
to avoid the jamming attack and to ensure the availability of services. The main challenge 
with the advent of new technologies and use cases in 5G is to improve the performance of 
service availability. 

In Li et al. [2011], the authors proposed a secret adaptive frequency-hopping scheme as 
a possible technique against DoS based on a software-defined radio platform in 5G system. 
The proposed bit error rate (BER) estimator based on physical layer information is applied 
to decide frequency blacklisting under a DoS attack. Dynamic spectrum access users may 
not be able to efficiently use the frequency-hopping technique due to the high switching 
rate and probability of jamming, as it requires access to multiple channels. 

To reduce the switching rate and probability of jamming, in Adem et al. [2015], a 
pseudorandom time-hopping anti-jamming scheme is proposed for cognitive users in 
5G to countermeasure jamming attacks. A cognitive jammer with limited resources is 
included in the model to analyze the impact of spectrum dynamics on the performance of 
mobile cognitive users. Analytical solutions of jamming probability, switching rate, and 
error probability are presented in the paper. The jamming probability, which is related 
to delay performance and error probability, is lower when the jammer has limited access 
opportunities. Compared to the frequency-hopping system, the time-hopping system 
exhibits superior switching probability. When using the same average symbol energy per 
joule, time-hopping has a lower error probability than frequency-hopping. However, the 
performance gain reaches a saturation point at a certain symbol energy level. The authors 
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Figure 3.9 A pseudorandom time-hopping system block diagram. Source: Adapted from Adem 
et al. [2015]. 


highlighted the suitability of the proposed time-hopping technique for D2D links in 5G 
wireless networks due to its strong performance in terms of energy efficiency and spectral 
efficiency. Additionally, this technique has the ability to provide jamming resilience 
with minimal communication overhead. However, a pre-shared key is required for the 
time-hopping anti-jamming technique. Figure 3.9 illustrates the block diagram of the 
pseudorandom time-hopping system. Similar to frequency hopping, time hopping also 
necessitates a pre-shared key to determine the hopping sequence. 

In order to protect nodes with limited computational capabilities from malicious 
radio jamming attacks in a 5G wireless network, a fusion center was employed in Labib 
et al. [2015]. As an exercise in strategic resource distribution, a non-cooperative Colonel 
Blotto game is formulated between the jammer and the fusion center. Figure 3.10 shows 
the resource allocation model between the fusion center and the malicious jammer. 
The jammer aims to jeopardize the network without getting detected by distributing 
its power among the nodes intelligently. On the other hand, the fusion center as a 
defender aims to detect such an attack by a decentralized detection scheme at a certain 
set of nodes. The fusion center can allocate more bits to these nodes for reporting the 
measured interference. Once the attack is detected, the fusion center will instruct the 
target node to increase its transmit power to maintain a proper signal to interference 
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Figure 3.10 The resource allocation model. Source: Adapted from Labib et al. [2015]. 
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Figure 3.11 A general system model with eavesdropping attacks. 


and noise ratio (SINR) for normal communications. Simulation results demonstrate 
a notable improvement in error rate performance as the fusion center has more bits 
to allocate among nodes. Moreover, the proposed resource allocation mechanism 
exhibits superior performance compared to the mechanism that randomly assigns the 
available bits. 


3.4 Data Confidentiality 


To mitigate eavesdropping attacks, data confidentiality services are typically necessary. The 
general system model with eavesdropping attacks is shown in Figure 3.11. In this section, 
we discuss data confidentiality based on power control, relay, artificial noise, signal pro- 
cessing, and cryptographic methods. 


e Power control: The objective of power control for security is to regulate the transmit 
power in such a way that the signal cannot be recovered by the eavesdropper. Based on the 
most simple eavesdropping attack model with a single eavesdropper armed with a single 
antenna, in Ghanem and Ara [2015], the authors proposed a distributed algorithm to 
secure D2D communications in 5G system, which allows two legitimate senders to select 
whether to cooperate or not and to adapt their optimal power allocation based on the 
selected cooperation framework. Figure 3.11 shows a general system model with eaves- 
dropping attacks. In the system model in Ghanem and Ara [2015], the sender, relay or 
cooperator, receiver, and eavesdropper are named as Alice, John, Bob, and Eve, respec- 
tively. Each user has a single antenna. A bidirectional link connects Alice and John. The 
problem is formulated to maximize the achievable secrecy rates for both Alice and John 
as follows [Ghanem and Ara, 2015] 


Cg = max (Raj, — Rae), (3.3) 


SPP, <P, (3.4) 
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C; = max (Rjgh — Rie), (3.5) 


s.t.P, + Pay < Pas (3.6) 


where C, and C; represent the secrecy rates of Alice and John, respectively. R,;, and Rg, 
are the achievable rates of Alice and John, respectively, helping to relay data for each 
other. R,, and R;, are the achievable rates of eavesdroppers from Alice and from John, 
respectively. Equations (3.4) and (3.6) represent the transmit power limitation of the two 
legitimate senders. Two cooperation scenarios are considered, namely cooperation with 
a relay and cooperation without a relay. In cooperation with the relay scenario, Alice and 
John can help relay data to each other using the shared bi-directional link. In cooperation 
without relay, Alice and John coordinate their respective transmission power to maxi- 
mize the secrecy rate of the other one. The optimization problem in the noncooperative 
scenario is presented as a point of comparison. The distance between the legitimate trans- 
mitter and the eavesdropper is constrained to avoid distance attacks as the eavesdropper 
may have a better quality of received signal on the transmitted message than the legiti- 
mate receiver. Simulation results show that the achievable secrecy rates of Alice and John 
are improved by relaying data for each other. With the increase in distance between the 
transmitter and the receiver, the benefit from cooperation decreases, and at some point, 
non-cooperation could become more beneficial to the legitimate transmitter. 

With no relay or cooperation, based only on power control and channel access, in Luo 
et al. [2015b], the authors developed a Stackelberg game framework for analyzing the 
achieved rate of cellular users and the secrecy rate of D2D users in 5G by using PLS. The 
system model includes one BS, a number of cellular users, one D2D link, and one eaves- 
dropper, as shown in Figure 3.12. The utility function of cellular user achieved rates and 
D2D user secrecy rates are expressed as functions of channel information and transmis- 
sion power [Luo et al., 2015b]: 


u,; = log)(1 + SINR, ;) + aBPphae. (3.7) 


u, = [log,(1 + SINR,) — log,(1 + SINR,)] — aP hg. (3.8) 


where a is the price factor and f is the scale factor. The first term in u,; represents the data 
rate of the ith cellular user, and the second term compensates for the interference from the 
D2D link, where P» is the transmit power of the D2D user and h,, is the channel gain from 
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the D2D user to cellular users. The utility function of D2D users includes the secrecy data 
rate and the payment for the interference to cellular users. The game strategy of cellular 
users depends on the price factor a, and the game strategy of D2D users depends on the 
transmission power P,. The Stackelberg game is formed to maximize the cellular utility 
function in the first stage and then the utility function of the D2D user in the second 
Stage. 

Power control is a commonly used mechanism for improving network EE. In Bernardo 
and De Leon [2016], the authors studied the trade-off between PLS and EE of massive 
MIMO in an HetNet. An optimization model is presented to minimize the total power 
consumption of the network while satisfying the security level against eavesdroppers by 
assuming that the BS has imperfect channel knowledge of the eavesdroppers. The sim- 
ulation results indicate that a highly dense network topology is an effective solution for 
achieving high capacity, cellular EE, and secure, reliable communication channels. 
Relay: As shown in Figure 3.11, cooperation with the relay can be used to help the sender 
to secure the signal transmission. In Nguyen et al. [2016], two relay selection protocols, 
namely optimal relay selection (ORS) and partial relay selection (PRS), are proposed to 
secure an energy-harvesting relay system in 5G wireless networks. The system model is 
shown in Figure 3.11, which consists of multiple relay nodes and assumes there is no 
direct link between sender and receiver. The power beacon is equipped with multiple 
antennas, which can be used to strengthen the energy harvested. The ORS chooses the 
aiding relay to maximize the secrecy capacity of the system by assuming that the source 
has full knowledge of channel state information (CSI) on each link. The PRS selects the 
helping relay based on partial CSI. The system is composed of a high-powered beacon 
equipped with multiple antennas, several relays, a destination node, and an eavesdropper 
with a single antenna. Two energy-harvesting scenarios that aim to maximize energy har- 
vesting for the source and selected relay are investigated. The analytical and asymptotic 
expressions of secrecy outage probability for both relay selection protocols are presented. 
The numerical results show that ORS can significantly enhance the security of the pro- 
posed system model and can achieve full secrecy diversity order, while PRS can only 
achieve unit secrecy diversity order regardless of the energy harvest strategies. PRS that 
maximizes energy harvesting for relay strategy has a better secrecy performance than 
the one based on maximizing energy harvesting for source. Moreover, the results show 
that the secrecy performance of the considered system is impacted significantly by the 
duration of the energy harvest process. 

To tackle the complex issue of relay selection in 5G large-scale secure two-way relay 
amplify-and-forward (TWR-AF) systems with massive relays and eavesdroppers, in 
Zhang et al. [2017b], the authors proposed a distributed relay selection criterion that 
does not require the information of sources signal-to-noise ratio (SNR), channel estima- 
tion, or the knowledge of relay eavesdropper links. The proposed relay selection is made 
based on the received power of relays and knowledge of the average channel information 
between the source and the eavesdropper. The system model includes two source nodes, 
a number of legitimate relay nodes, and multiple passive eavesdroppers. Each node 
has a single antenna. The cooperation of eavesdroppers is considered. In TWR-AF, the 
eavesdropper receives overlapping signals from the two sources in each time slot, with 
one of the signals acting as jamming noise. The analytical results show that the number 
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of eavesdroppers has a severe impact on the secrecy performance. The simulation results 
show that the performance of the proposed low-complexity criterion is very close to that 
of the optimal selection counterpart. 

Considering eavesdroppers and relay with both single and multiple antennas, in Xu et al. 
[2016b], the transmission design for secure relay communications in 5G networks is stud- 
ied by assuming no knowledge of the number or the locations of eavesdroppers. The 
locations of eavesdroppers are generated by a homogeneous Poisson Point Process. A 
randomize-and-forward relay strategy is proposed to secure multi-hop communications. 
The secrecy outage probability of the two-hop transmission is derived. A secrecy rate max- 
imization problem is formulated with a secrecy outage probability constraint. It gives the 
optimal power allocation and secrecy rate. Simulation results show that the secrecy out- 
age probability can be improved by equipping each relay with multiple antennas. The 
secrecy throughput is enhanced, and secure coverage is extended by appropriately using 
relaying strategies. 


e Artificial noise: Artificial noise can be introduced to secure the intended signal transmis- 


sion. In a heterogeneous cellular network with randomly located eavesdroppers, [Wang 
et al., 2016b] proposed an association policy that employs an access threshold for each 
user to maximize the truncated average received signal power beyond the threshold in 
artificial-noise-aided multi-antenna secure transmission under a stochastic geometry 
framework. The tractable expression of connection probability and secrecy probability 
for a randomly located legitimate user is investigated. The network secrecy throughput 
and minimum secrecy throughput of each user are presented under the constraints of 
connection and secrecy probabilities. The accuracy of the analysis is verified through 
numerical results. 

Assuming that the sender is armed with multiple antennas, in Ju et al. [2016], an artificial 
noise transmission strategy is proposed to secure the transmission against an eavesdrop- 
per with a single antenna in millimeter-wave systems. A millimeter-wave channel is mod- 
eled with a ray cluster-based spatial channel model. The sender has partial CSI knowledge 
of the eavesdropper. The proposed transmission strategy depends on the directions of the 
destination and the propagation paths of the eavesdropper. The secrecy outage probability 
is used to analyze the transmission scheme. An optimization problem based on minimiz- 
ing the secrecy outage probability with a secrecy rate constraint is presented. To solve 
the optimization problem, a closed-form optimal power allocation between the informa- 
tion signal and artificial noise is derived. The secrecy performance of the millimeter-wave 
system is significantly influenced by the relationship between the propagation paths of 
the destination and the eavesdropper. The numerical results show that the secrecy out- 
age mostly occurs if the common paths are large or the eavesdropper is close to the 
transmitter. 

To improve EE of the security method using artificial noise, in Zappone et al. [2016], an 
optimization problem is formulated to maximize the secrecy EE by assuming imperfect 
CSI of eavesdropper at the transmitter. The system is modeled with one legitimate trans- 
mitter with multiple antennas, one legitimate receiver, and one eavesdropper, each with a 
single antenna. Artificial noise is used at the transmitter. Resource allocation algorithms 
are used to solve the optimization problem with a correlation between transmit antennas. 


3.4 Data Confidentiality | 33 


A method that employs fractional programming and sequential convex optimization is 
proposed to compute first-order optimal solutions with polynomial complexity. 

Signal processing: Besides the three methods above to provide data confidentiality, in 
Chen et al. [2016a], the authors proposed an original symbol phase rotated (OSPR) secure 
transmission scheme to defend against eavesdroppers armed with an unlimited number 
of antennas in a single cell. Perfect CSI and perfect channel estimation are assumed. The 
BS randomly rotates the phase of original symbols before they are sent to legitimate user 
terminals. The eavesdropper cannot intercept signals; only the legitimate users are able 
to infer the correct phase rotations and recover the original symbols. The symbol error 
rate of the eavesdropper is studied, which proves that the eavesdropper cannot intercept 
the signal properly as long as the BS is equipped with a sufficient number of antennas. 
Considering multiple eavesdroppers in Qin et al. [2016], the authors analyzed the secure 
performance on a large-scale downlink system using non-orthogonal multiple access 
(NOMA). The system considered contains one BS, M NOMA users, and eavesdroppers 
randomly deployed in a finite zone. A protected zone around the source node is adopted 
to enhance the security of the random network. Channel statistics for legitimate receivers 
and eavesdroppers and secrecy outage probability are presented. The user pair technique 
is adopted among the NOMA users. Analytical results show that the secrecy outage prob- 
ability of NOMA pairs is determined by the NOMA users with poorer channel conditions. 
Simulation results show that secrecy outage probability decreases when the radius of the 
protected zone increases, and secrecy outage probability can be improved by reducing the 
scope of the user zone as the path loss decreases. In Xu et al. [2016a], the authors pro- 
posed a dynamic coordinated multipoint transmission (CoMP) scheme for BS selection 
to enhance secure coverage. Considering co-channel interference and eavesdroppers, an 
analysis of the secure coverage probability is presented. Both analytical and simulation 
results show that by utilizing CoMP with a proper BS selection threshold, the secure cov- 
erage performance can be improved, while secure coverage probability decreases with 
excessive cooperation. The proposed CoMP scheme has a better performance in resisting 
more eavesdroppers than the no-CoMP scheme. In Deng et al. [2015], massive MIMO 
is applied to HetNets to secure data confidentiality in the presence of multiple eaves- 
droppers. Tractable upper-bound expressions for the secrecy outage probability of HetNet 
users are presented, revealing the considerable gains in secrecy performance achievable 
through the use of massive MIMO. Moreover, the paper examines the connection between 
the density of the pico cell BS and the secrecy outage probability of HetNet users. 
Cryptographic methods: In addition to the PLS solutions discussed earlier, cryptographic 
techniques are employed to ensure data confidentiality through the use of secret keys for 
data encryption. Public-key cryptography offers a viable solution for the distribution of 
symmetric keys. To reduce the computational cost of encryption, symmetric-key cryp- 
tography is adopted for data encryption. In Eiza et al. [2016], a participating vehicle can 
send its random symmetric key, which is encrypted using TA’s public key. The symmet- 
ric key is used to encrypt the message between TA, DMV, and participating vehicles. A 
one-time encryption key is also encrypted by a public key. The one-time encryption key 
is used to encrypt the video. In Zhang et al. [2017a], an initial symmetric session key is 
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negotiated between the client and a physician after establishing the client/server rela- 
tionship. The symmetric key is then used for the data transmission between the client 
and the physician. 


3.5 Key Management 


Key management refers to the process of securely creating, storing, distributing, and 
revoking cryptographic keys used in a cryptographic system. Cryptographic keys 
are used to encrypt and decrypt information, verify digital signatures, and provide 
authentication in various applications such as secure communication, data storage, and 
online transactions. 

In Sedidi and Kumar [2016], three novel key exchange protocols, which have different 
levels of computational time, computational complexity, and security, for D2D commu- 
nications are proposed based on the Diffie-Hellman (DH) scheme. Details of the key 
exchange schemes are shown in Figure 3.13. The threat analysis of all three proposed 
protocols under common brute force and man-in-the-middle (MITM) attacks is presented. 
The authors have conducted a performance analysis of the proposed protocols to assess the 
effectiveness of their security services, including confidentiality, integrity, authentication, 
and non-repudiation. This analysis is based on a combination of theoretical evaluation 
and practical experimentation. The performance analysis confirms the feasibility of the 
proposed protocols, demonstrating that they can be implemented with reasonable levels of 
communication overhead and computational time. 

For D2D group communications use cases, in Abd-Elrahman et al. [2015], a group key 
management (GKM) mechanism is proposed to secure the exchanged D2D message during 
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Protocol 1 Protocol 2 and k2, respectively 
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6. Forward the key K and Ck 6. Check value Ck(k1’,k2),K’ 8. Ke 
7. Accept, if Ck(k1’,k2)=Ck(k1,k2’), 7. Check value Ck(k1,k2’), K 9. If HMAC(k1,k2’,K)=HMAC(k1 ,k2,K), send accept 
otherwise reject 8. If K=K’ and ACK to eNodeB ; 
8. Forward accept or reject Ck(k1,k2)=Ck(k1,k2’), accept ACK, 10. If accept ACK was send in 9, send K1 to user 2 
else refuse ACK 11. If HMAC(k1,k2,K)=HMAC(k1,k2’,K), send accept 


ACK to eNodeB 
12. Accept ACK/reject ACK 


Figure 3.13 Three key exchange schemes in Sedidi and Kumar [2016]. Source: Adapted from 
Sedidi and Kumar [2016]. 
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the discovery and communication phases. There are five security requirements in the pro- 
posed GKM, namely forward secrecy (users that have left the group should not have access 
to the future key), backward secrecy (new users joining the session should not have access 
to the old key), collusion freedom (fraudulent users could not deduce the current traffic 
encryption), key independence (keys in one group should not be able to discover keys in 
another group), and trust relationship (do not reveal the keys to any other part in the same 
domain or any part in a different domain). ID-based cryptography (IBC) scheme based 
on Elliptic Curve Cryptography (ECC) for securing multicast group communications is 
presented. The steps of the proposed protocol include secret key generation, elliptic curve 
digital signature algorithm, signature verification, group formation procedure, key genera- 
tion, join process, and leave process. The master key and private key generations are based 
on IBC and ECC schemes. The overhead for communications, re-keying messages, and key 
storage is assessed. The weakness of the IBC scheme and the ways of creating and using 
GKM are compared. The overall performance comparisons show that the proposed GKM 
has an enhancement in both the protocol complexity and security level compared with 
other works. 

ECC is also adopted for the proposed LRSA protocol in Zhang et al. [2017a]. The network 
manager generates a partially private and partially public key for the client and the physi- 
cian after the registration. And once the client and the physician establish the client/server 
relationship, an initial systematic session key can be set up for the data transmission. 


3.6 Privacy 


As previously discussed, the emergence of 5G wireless networks and their support for ver- 
tical industries such as m-health care and intelligent transportation raises significant con- 
cerns about the potential for privacy breaches [ Huawei, 2015]. The data flows in 5G wireless 
networks carry extensive personal privacy information such as identity, position, and pri- 
vate contents. In some cases, privacy leakage may cause serious consequences. Depending 
on the privacy requirements of the applications, privacy protection is a big challenge in 5G 
wireless networks. There has already been research work considering location privacy and 
identity privacy. 

Regarding location privacy, in Farhang et al. [2015], to protect the location and prefer- 
ences of users that can be revealed with associated algorithms in HetNets, a decentral- 
ized algorithm for access point selection is proposed based on a matching game frame- 
work, which is established to measure the preferences of mobile users and BSs with phys- 
ical layer system parameters. A differentially private Gale-Shapley matching algorithm is 
developed based on differential privacy. Utilities of mobile users and access points are pro- 
posed based on packet success rate. Simulation results show that the differentially private 
algorithm can protect location privacy with a good service quality based on the mobile 
users’ utility. In Ulltveit-Moe et al. [2011], a location-aware mobile intrusion prevention 
system (mIPS) architecture with privacy enhancement is proposed. The authors presented 
the mIPS requirements and possible privacy leakage from managed security services. 

In Zhang et al. [2017a], contextual privacy is defined as the privacy of data source and 
destination. The identity of the source client is encrypted by a pseudo-identity of the source 
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client with the public key of the physician using certificateless encryption mode. Mean- 
while, the identity of the intended physician is also encrypted with the public key of the 
network manager. Through these two encryption steps, contextual privacy can be achieved. 
For the proposed reporting service in Eiza et al. [2016], privacy is an essential requirement 
to gain the acceptance and participation of people. The identity and location information of 
a vehicle should be preserved against illegal tracing. Meanwhile, a reporting vehicle should 
be able to reveal its identity to the authorities for special circumstances. The pseudonymous 
authentication schemes are applied to achieve conditional anonymity and privacy. 


3.7. Conclusion 


In this chapter, current security solutions for 5G networks were surveyed based on different 
security services such as authentication, availability, data confidentiality, key management, 
and privacy. The security requirements of 5G wireless networks are evaluated with respect 
to each security service, taking into account the specific needs and challenges of the new 
network environment. To meet the performance demands of 5G wireless network services, 
security and privacy mechanisms must be efficient, flexible, and adaptable. 


4 


An Efficient Security Solution Based on Physical Layer Security in 
5G Wireless Networks 


The use of HetNets is widely considered a promising approach for improving wireless cov- 
erage and throughput in 5G networks. Due to its heterogeneous characteristics, HetNet 
offers several benefits, including higher capacity, wider coverage, and improved energy and 
spectrum efficiency. However, HetNet also brings complex interference management to the 
network. There is a lot of work on interference management in HetNet. Many methods 
are based on reducing interference, which can increase the eavesdropping probability in 
the network. The focus of this chapter is to present a security analysis of a physical layer 
security solution that not only addresses interference management but also provides pro- 
tection against eavesdropping attacks [Fang et al., 2017b, 2019a]. The proposed interference 
management mechanism aims to maximize the secrecy rate of a cellular user under an 
eavesdropping attack. 


4.1 Enhancing 5G Security Through Artificial Noise 
and Interference Utilization 


This section provides an overview of research on physical layer security, which includes the 
utilization of artificial noise and existing interference. 

Adding Artificial noises is one of the popular methods to improve the physical layer 
security in HetNet. In Wang et al. [2017], the authors studied physical layer security in 
multi-antenna small-cell networks with eavesdroppers randomly distributed. The artificial 
noise-aided transmission at each base station is adopted to improve the secrecy rate perfor- 
mance. The introduced artificial noise can increase the inter-cell interference in a multi-cell 
cellular network degrading the reliability of the network and the secrecy rate performance 
of users. In Wang et al. [2016a], the impact of artificial noise on the network reliability 
and security of users was investigated. The analytical results show that artificial noise can 
be an efficient solution for securing communications in a multi-cell cellular network with 
an optimized power allocation between the desired signals and artificial noise. Artificial 
noise can be applied to secure communications in the multiple-input-and multiple-output 
(MIMO) channel. Channel estimation can provide a source of randomness which can be 
utilized to generate secret keys for the sender and receiver in MIMO wireless channels. By 
utilizing MIMO wireless channels and artificial noise, in Harper and Ma [2016], encrypted 
symbols were used as messages for the intended receiver and as noise for any potential 
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eavesdroppers. Both secrecy rate and power consumption are improved by the proposed 
method compared to the standard artificial noise scheme. In Zhao et al. [2016, 2018], an 
artificial noise scheme was proposed to disrupt the external eavesdropping attack with- 
out introducing any additional interference to the legitimate network. In Ozcelikkale and 
Duman [2015], an artificial noise-aided scheme where transmitters can broadcast noise in 
addition to data to confuse eavesdroppers was proposed. An optimization problem was for- 
mulated to minimize the total mean-square error of the legitimate receivers and keep the 
error values of the eavesdroppers above a target level. Extra power is needed for all these 
artificial noises based physical layer security methods. Moreover, the separation of interfer- 
ence management and security management in HetNet makes the system inefficient. 

Instead of introducing artificial noise into the network, there is research work utilizing 
existing interference of the network to provide security for the users. In particular, secrecy 
capacity is defined and considered by utilizing the advantage of the interference caused 
by D2D communications as a possible help against eavesdroppers [Yue et al., 2013]. The 
secrecy outage probability is applied to better depict the imperfect channel state informa- 
tion at the eavesdropper. The simulation results of secrecy outage probability show that the 
interference caused by D2D communications can help guarantee the secrecy demand of 
the cellular user and increase the network throughput as well as spectrum efficiency (SE) 
and energy efficiency (EE). In Sheikholeslami et al. [2012], the authors proposed schemes 
where multiple transmitters cooperatively send their signals to confuse the eavesdroppers. 
The aggregated interference by all the transmitters is utilized to protect the signal trans- 
mitted by a specific transmitter. In Sibomana et al. [2015], the physical layer security of 
the secondary user was investigated considering the interference from primary users over 
cognitive radio networks. The numerical results show that interference from primary users 
can improve the security of secondary users. Besides considering the security of secondary 
users, in Zhang et al. [2016], interference from secondary users was used to improve the 
secrecy capacity of the primary users. A tradeoff between the channel capacity of the sec- 
ondary users and the secrecy capacity of the primary users was studied. In Cao et al. [2018a], 
two schemes were proposed to improve the sum rate of secondary users while guarantee- 
ing the secrecy rate of primary users for cognitive radio applications. The simulation results 
show that the proposed schemes can effectively secure cognitive radio networks. 


4.2 AHetNet System Model and Security Analysis 


4.2.1 System Model and Threat Model 


A two-tier HetNet system model is shown in Figure 4.1. In this studied system model, there 
is one macro-base station (MBS), a number of J small base stations (SBSs), an eavesdropper, 
and multiple users. Assume that the eavesdropper is eavesdropping on a user associated 
with the MBS in the first tier. The MBS and SBSs are equipped with multiple antennas 
for applying the massive MIMO technique. A single antenna is applied to each user and 
the eavesdropper. Let the number of antennas of the MBS and each SBS be A,, and A,, 
respectively. Let the maximum number of users associated with the MBS and each SBS be 
M and N, respectively, where A,, > Mand A, > N. 


4.2 A HetNet System Model and Security Analysis 


— — — Interference 


Figure 4.1 The studied two-tier HetNet system model. 


The MBS is located in the center of the coverage area with transmit power P,,, as shown 
in Figure 4.1 in the first tier. D2D communications are applied with transmit power P, in 
the first tier using the same spectrum as the downlink of the MBS. Let the number of D2D 
pairs be D and the signal QoS requirement of users associated with the MBS be y,,, where 
m & [1, M]. Define the signal and channel vector from the MBS to the mth user associated 
with the MBS as s,, and h,,,, respectively. The precoding vector for the mth user associated 
with the MBS is w,,. Beamforming is adopted in base stations. 

The second tier is within the coverage of the MBS. The SBSs are distributed following an 
independent Poisson point process ®, with density A,. Define the transmit power of each 
SBS as P,. This study does not take into account any interference that may be caused by 
D2D communications to users associated with SBSs. Let the signal QoS requirement of the 
nth user associated with the ith SBSs be y,,, where i € [1,], n € [1, N]. Table 4.1 lists all 
variables used in this study. 

Since massive MIMO is used in all SBSs, the interference from SBSs to the MBS can be uti- 
lized to improve the secrecy rate of users associated with the MBS. Moreover, some SBSs can 
reuse part of the spectrum used by the MBS. For these SBSs with a short distance from each 
other, an orthogonal spectrum can be applied to eliminate the interference between SBSs. 
The interference between SBSs and D2D users to users associated with SBS are ignored 
since the transmit power of D2D users is small. As shown in Figure 4.1, for users associated 
with SBSs that reuse spectrum with the MBS, interference from MBS is considered. Simi- 
lar to users associated with the MBS, the interference from spectrum reuse SBSs and D2D 
communications is considered. 

This study focuses on eavesdropping as one of the types of adversaries in the system. Due 
to the signal strength, the user associated with the MBS is easier to be eavesdropped. The 
assumption is that the eavesdropper is attempting to intercept the communication between 
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Table 4.1 Definitions of variables. 


Variable Definition 


S The signal from MBS to the mth user associated with 


ir 


The signal from the ith SBS to the nth user associated with the ith SBS 


5 


h,, The channel vector from the MBS to the mth user associated with MBS 

Nin The channel vector from the ith SBS to the mth user associated with MBS 

h, The channel vector from the MBS to the eavesdropper 

hi, The channel vector from the ith SBS to the eavesdropper 

yy in The channel vector from the MBS to the nth user associated with the ith SBS 
hin The channel vector from the ith SBS to the nth user associated with the ith SBS 
Wr The precoding vector for the mth user associated with MBS 

Win The precoding vector for the nth user associated with the ith 


a legitimate user and the MBS. Different interference is considered in this study. As shown 
in Figure 4.1, the eavesdrop has interference from D2D users, users associated with the 
MBS, and SBSs, which share the same spectrum with the MBS. 


4.2.2 Security Analysis 


This subsection examines the interference that occurs in the HetNet system, analyzing the 
received signals and SINR of both legitimate users and any eavesdroppers present. 

The interference in the studied HetNet system includes interference from MBS, SBSs, 
and D2D communications. With the distance limitation of wireless communications, the 
interference from D2D communications is only considered to users associated with the MBS 
and the eavesdropper under a certain distance threshold 6. Define the D2D interference 
indicator as Ie for the mth user associated with the MBS and with the dth D2D user pair, 


afi E220 
0, otherwise 


m 


(4.1) 


where L¢, represents the distance between the mth user associated with the MBS and the 
dth D2D user pair. Similar to the D2D interference indicator, the interference indicator of 
eavesdroppers from D2D users I¢ can be defined. This study assumes that the MBS controls 
D2D communications under the SINR requirement of users associated with the MBS. If 
a D2D pair communication degrades a legitimate user in the first tier unqualified based 
on the SINR requirement, the D2D pair communication will not be approved. Otherwise, 
the MBS will approve the D2D pair communication. The D2D pair communication may 
degrade the eavesdropper link based on the distance. Therefore, to improve the secrecy rate 
of the user under an eavesdropping attack, assume that the MBS only approves the D2D 
pairs near the possible eavesdropper, which satisfy /? = 1. Let the interference from D2D 
user under the distance threshold be fp yp, 


Soo = Pah? ll, (4.2) 


where hi” is the fading factor, a is the path-loss exponent, and a > 2. 


4.2 A HetNet System Model and Security Analysis 


Besides the interference from D2D communications, there is also interference due to 
spectrum reuse. For users associated with the MBS, each of them may have interference 
from other users in the MBS, users in the SBSs with the same spectrum as the MBS, and 
D2D communications. Gaussian noise is also considered. For the mth user associated with 
the MBS, the interference signal at the mth user associated with the MBS is given by 


Dy Ay Wry Sin! t: Y Yas invi + Dino + (4.3) 


m'#zm i=1 n= 


The first term is the interference from the MBS due to the signal to other users in the first 
tier. The second term indicates the interference signal from SBSs, which use the same spec- 
trum as the MBS. The J; is the indicator of the spectrum allocation. If1; = 1, which presents 
the ith SBS allocated the same spectrum as the MBS. To improve the security of the cellu- 
lar user, the SBSs next to the eavesdropper will be assigned to reuse the spectrum with the 
MBS. The third term represents the interference signal from D2D users, and the last term is 
the Gaussian noise following independent and identically distributed N(0, o2,). Therefore, 
the received signal of the mth user associated with the MBS is 


where the first term represents the desired signal from the MBS. Based on the number 

of antennas at the MBS and SBSs, where h,, € C!4m, h,,, € Cs, w,, © C4n™*1, and w;, € 

C4:*1_ The precoding vectors for the users associated with the MBS should satisfy the power 
M 


constraintas } ||w,,||? = P,,,- Similarly, the precoding vectors for the users associated with 


m=1 
SBS should satisfy the power constraint as > ||w;,,|I7 = P,. Therefore, for the mth user asso- 
=1 
ciated with the MBS, the SINR is ‘ 


SINR » = |PmWml” Wl” (4.5) 
IN : 


m 


where 


“5 [PW |” + YS ha i? + Sino +07, (4.6) 


m’xm i=1 n= 


IN,,, is the sum of interference and noise power of the mth user. 

For the eavesdropper, the interference signal is similar to users associated with the MBS. 
Gaussian noise is also considered. To simplify the notations, assume that the user under an 
eavesdropping attack is the user number 1. Then the interference signal at the eavesdropper 
is 


M 
— Yhw mm + Y Dheasal + Sina + e Ne, (4.7) 
m=2 


i=l n= 


The first term indicates the interference signal from the MBS due to the signal to other users 
in the first tier. The second term is the interference signal from SBSs, which share the same 
spectrum as the MBS. The third term represents the interference signal from D2D users, 
and the last term is the Gaussian noise following independent and identically distributed 
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N(0, 2), based on the number of antennas at the MBS and SBSs, where h, € C?™4m, h,, € 
cC!*4s, Therefore, the received signal from the eavesdropper is 


Ve = hws, Ts (4.8) 


where the first term represents the desired eavesdropped signal from the MBS. The SINR 
of the eavesdropper can be calculated as follows. 


|h.w, F 


SINR, = (4.9) 


e 


where 


D 
IN, = Diana yD Winlil? + D\Upavlél? + 02 (4.10) 
d=1 


i=l n= 
IN, is the sum of interference and noise power of the eavesdropper. 

For users associated with SBSs, the interference can be caused by SBSs and the MBS. Due 
to the limited transmit power of D2D communications, interference from D2D communi- 
cations is not considered. The interference signal at the nth user associated with the ith SBS 
is 


in ~~ = Sawer + Daa in WrSmalj + Nin (4.11) 
n’#n 


The first term is the interference signal from the ith SBS. The second term indicates the 
interference signal from the MBS, and the last term is the Gaussian noise following inde- 
pendent and identically distributed N(0,o?), where hy, € C4". Therefore, the signal 
received at the nth user associated with the ith SBS is 


Vin = = hi WinSin + fin (4.12) 


where the first term represents the desired signal from the nth SBS. The SINR of the nth 
user associated with the ith SBS is written as 


_|h in Win |? 
SINR;, = ———- 4.13 
Te (4.13) 
where 
M 
5) |h;,w int |? + >» ly. inW in’”™m L,| + o;, (4.14) 
n'én m=1 


Based on the above preliminary analysis, a security analysis of the proposed interference 
management mechanism is presented in Section 4.3 to maximize the secrecy rate of the 
user under an eavesdropping attack with constraints of SINR requirements of other users. 


4.3 Problem Formulation and Analysis 


This section provides a security analysis of the proposed interference management mech- 
anism, taking into account the spectrum reuse between some SBSs and MBS, as well as 
transmit beamforming and D2D communications. A secrecy rate optimization problem of 
the user under an eavesdropping attack is formulated. The interference from SBSs and D2D 
communications to the user associated with the MBS is considered. 


4.3 Problem Formulation and Analysis 


4.3.1 Maximum Secrecy Rate 


The secrecy rate optimization problem of the user under an eavesdropping attack is formu- 
lated as 


max log(1 + SINR,) — log(1 + SINR,) 
I 


Wm Win lil 


min ime 


M 
st.) Wall? < Pp (4.15) 
m=1 


N 
Yillwinll? < Poi € (0, 


n=1 
SINR, = Yms™ € (2, M], 
SINRin > Yinei € 11,1], 0 € (1, NI]. 


i= 

The first two constraints are based on the transmit power limitation of the MBS and SBSs. 
The last two constraints are based on the SINR requirements of users associated with MBS 
and SBSs. In this optimization problem, transmit beamforming, spectrum reuse, and D2D 
communications are considered for utilizing the interference to maximize the secrecy rate 
of the eavesdropped user. w,, and w,, are the precoding vectors for the transmit beamform- 
ing. 1, depends on the spectrum allocation between SBSs and the MBS. /¢, and /¢ are the 
indicators of interference of D2D communications based on distance from D2D pairs to 
users in first tier and to the eavesdropper. 


4.3.2 The Proposed Algorithm 


Since the logarithm function is an increasing function, the optimization problem in 
Eq. (4.15) is equivalent to the optimization problem as 
(1 + SINR,) 
max = ————— 
Wy Wind ld, ld (1 + SINR,) 


min ime 


(4.16) 


with the same constraints in Eq. (4.15). The optimization problem is not convex. With these 
five parameters, it cannot be solved based on linear optimization methods. Based on the pre- 
vious analysis, |;, /¢,, and [4 can affect the SINR of legitimate users and the eavesdropper. 
Therefore, the spectrum allocation and D2D communication indicators can be predeter- 
mined based on the distance between base stations and D2D pairs to the eavesdropper and 
the user. 

Let Wi, = Wy X Wh Win = Win XW = hE, X Mins Aim = AT, X Nims He = hz x hy, Hig = 


m? 


Wi, X Mies Hin = Ni, X Mins AG Ay in, = MXy in X Mazin. Without loss of generality, assume that 
Om = 0; = 07 = 1. Based on the SINR information presented in the preliminary analysis in 


Section 4.3.1, Eq. (4.16) and all the constraints can be rewritten as 


max = ————_. 
Wo Winlild ld 7 4. TREEXW1) 
IN! 
M 
s.t.) Tr(W,,) < Pins (4.17) 


m=1 
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N 
YIMW;,) < Py i € (11, 
n=1 


Tr(Hin X W,n) 
IN}, 
Tr(Hin X Win) 
IN,, 


2 Ym>m &€ [2, M], 


2 Yin € [1,1], € [1,N]. 


where 


M IN D 
Y, Tr (Hn X Wi) + YY Tr (Him X Win XL) + YU? +1, 


mém i=1n=1 d=1 


IN’, 


N M 
DY Tr(Hin X Wi) + YT in X Wy XL) +1. (4.18) 


n’#n m=1 


IN! 
in 


The Tr() represents the trace of a square matrix. The optimization problem in Eq. (4.17) is 
not convex. To convert it into a convex optimization problem, first determine the spectrum 
allocation and D2D communication indicators as l,, [,, and I¢ based on the location of base 
stations and D2D pairs to the eavesdropper and the user. Therefore, the problem can be 
simplified as follows: 

Tr(H,xW,) 

ee 
max —————_— (4.19) 

Wain | 4 TR(A.xW;) 

IN! 
with same constraints in Eq. (4.17). Then a slack variable € = SINR, is introduced to convert 
Eq. (4.19) into a convex problem. Since € is also related to w,, and w,,, then the optimiza- 
tion problem in Eq. (4.19) can be equivalently transformed into the following optimization 
problem: 

Tr(H,xW) 
IN’ 
max ————____ 

Wm Win 1+ & 
: Tr(H, X W,) 
s. t. ———_——_— 
IN! 
The constraint of € represents the lower and upper bounds. For a fixed value of &, a corre- 
sponding value of the following optimization problem can be formed: 
Tr(H, x W,) 


————._— 4.21 
Vn Wy INI oO” 


1+ 


SE <Tr(A))P, (4.20) 


with the same constraints in Eq. (4.17). Based on the values of € and the corresponding value 
f ree the one-dimensional line search method can be applied to solve the problem 
in Eq. (4.17). 
Since Eq. (4.21) is a linear-fractional program which can be transformed into a linear 
program by the Charnes—Cooper transformation with 


W, W, 1 
Yon = IN in = ni’ = IN’ (4.22) 


4.3 Problem Formulation and Analysis 


Then Eq. (4.21) can be transformed into a semi-definite programming duality (SDD) prob- 
lem as 


max Tr(H, X Y,) 


min 


s. LS THY) <P.,6, 
m=1 


N 
YTV in) S PC. i € (0, 
n=1 


Tr(Hyy X Won) > YIN, m © [2,M], 
Tr(Hin X Yin) = YinIN".i € (1, 01,n € [1 NI, 
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THe x Yj) < gING, 


D 
Lr, x Y,,) + YY ma, x Yin X Lj) + (Svint + :) C=1, 
i=1 n=1 d=1 


YooYn 2 0,0 = 0. (4.23) 


where 
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D 
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d=1 
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The optimization solution of Eq. (4.23) is denoted by (Yn Y;,0"). Based on Eq. (4.22), 
the optimal solution of Eq. (4.21) can be obtained as Wx, = Ye and W; = at. With the 
lower s and upper bound of &, the optimal solution €* can be obtained by applying a 
one-dimensional line search method, such as the Fibonacci search. The optimization 
problem in Eq. (4.23) can be solved by CVX [Guimaraes et al., 2015]. The flow chart of 
Algorithm 4.1 is shown in Figure 4.2 [Fang et al., 2017b]. 


Algorithm 4.1 The proposed method 


1) State-related parameters of the channel, BS, spectrum reuse, and D2D communication 
parameters and one-dimensional search method. 

2) Calculate the upper bound of the slack variable. 

3) Golden section search of the slack variable and find the according value of Eq. (4.21). 

4) Obtain the optimal solution. End. 
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Figure 4.2 Flow chart of Algorithm 4.1. 
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4.4 Numerical and Simulation Results 


This section presents the numerical results and discussions. The simulation is completed 
using Matlab. First, evaluate the security of the user’s information transmission in 
the presence of eavesdropping, by comparing the achieved secrecy rate using the pro- 
posed interference management mechanism against three alternative methods: complete 
interference elimination through non-reused spectrum allocation without beamform- 
ing, interference management using only D2D communication without beamforming, 
and interference management using only spectrum reuse between MBS and SBSs without 
beamforming. The secrecy rate performance of a downlink HetNet cellular user is ana- 
lyzed. In the simulation, the system model includes one MBS and two SBSs with spectrum 
reuse as the MBS. In the first tier, there are two users associated with the MBS. In each SBS, 
there is one user. D2D communications can be established at various distances from the 
eavesdropper’s location. Assuming 10 antennas for the MBS and four antennas for each 
SBS, the MBS’s transmit power is set to 10 W. The SINR threshold for all users is set to 0.6. 

The secrecy rate performance of the proposed method and three other interference 
management techniques are compared in Figure 4.3. The label “Non” refers to total 
interference elimination through non-reuse of spectrum without beamforming. “Only 
D2D” implies that only D2D interference is taken into account. “Only SR” denotes that 
only spectrum reuse between MBS and SBSs is considered. The secrecy rate is independent 
of the transmit power of SBSs for both the “Non” and “Only D2D” methods. In this 
simulation, the first tier is assumed to involve D2D communications, which may impact 
both the cellular user and the eavesdropper. Figure 4.3 represents 5 D2D pairs. The 
label “The proposed” refers to the proposed methods for beamforming, spectrum reuse, 
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Figure 4.3 Secrecy rate of the user under eavesdropping attack. 


and interference management in D2D communications. Without beamforming, D2D 
interference can improve the secrecy rate at a certain level. The use of spectrum reuse is 
the only method that can result in a decrease in secrecy rate as the transmission power of 
SBSs increases, without the use of beamforming. When beamforming is not employed, the 
use of spectrum reuse may lead to greater interference for the legitimate user compared to 
the eavesdropper. 

The secrecy rate of a user facing an eavesdropping attack was examined for different num- 
bers of D2D pairs in Figure 4.4. The simulation results indicate that the secrecy rate is 
maximized with four D2D pairs. This is because the presence of an additional D2D pair 
compared to three pairs can degrade the eavesdropper’s communication more than the 
legitimate user. However, for five pairs of D2D users, one pair may degrade the legitimate 
user’s communication more than the eavesdropper’s. Therefore, not all the D2D interfer- 
ence in the network can be utilized to improve the secrecy rate. The proposed scheme’s 
performance can be further improved by incorporating an iteration method into the D2D 
pair selection process. 

Figure 4.5 illustrates the secrecy rate performance considering different SINR require- 
ments. For the simulation, all users were assigned the same SINR requirement. As higher 
SINR requirements limit the possibility of utilizing interference, the results show that a 
lower SINR requirement leads to a higher secrecy rate. In typical cellular communication 
systems, the SINR requirement is set to 0.6. When compared to a SINR requirement of 
0.7, a 0.6 SINR requirement can exploit some interference to enhance the legitimate user’s 
secrecy rate. 
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Figure 4.4 Secrecy rate with different number of D2D pairs. 
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Figure 4.5 Secrecy rate with different SINR requirements. 


4.5 Conclusion 


4.5 Conclusion 


This chapter introduced an effective security solution for 5G wireless networks using the 
physical layer security approach. The proposed solution relies on interference management 
techniques. A security analysis was conducted for the proposed interference management 
mechanism for the downlink in a two-tier HetNet, which includes beamforming, spec- 
trum reuse, and D2D communications. In contrast to traditional interference management 
mechanisms that eliminate all interference, the proposed interference management mech- 
anism can leverage beamforming and selective interference from spectrum reuse and D2D 
communications to enhance the security of communications in HetNet. Interference from 
SBSs to the user association with MBS can be strategically used to degrade the SINR of the 
eavesdropper while ensuring that the SINR requirement of other legitimate users is met. 
Additionally, D2D communications applied in the proximity of the eavesdropper can fur- 
ther reduce their SINR. However, it is important to note that not all interference in the 
network is beneficial for improving the secrecy rate. 
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Flexible and Efficient Security Schemes for loT Applications 
in 5G Wireless Systems 


Recent advancements in communication technologies and integrated circuits have fueled 
the widespread adoption and integration of Internet-of-Things (IoT) applications, creating 
a pervasive environment rich in both challenges and opportunities. This chapter introduces 
a comprehensive system architecture for IoT applications leveraging 5G wireless networks. 
The architecture considers the heterogeneity of IoT devices, users, network operators, and 
service providers. Various trust models are proposed and evaluated based on the trust rela- 
tionships among these entities. Building upon the previously discussed system architecture 
and trust model, a secure and flexible authentication and data transmission scheme is pro- 
posed for heterogeneous IoT devices using 5G wireless systems [Fang et al., 2020]. 


5.1 loT Application Models and Current Security Challenges 


Ensuring security and privacy for IoT applications is a widely researched topic. However, 
given the diverse range of IoT application scenarios, creating a comprehensive system 
model for general IoT applications is challenging. Additionally, trust relationships between 
entities can vary depending on the specific application. In Kumar et al. [2017], an anony- 
mous and secure framework for connected smart homes was proposed. The system model 
used was similar to that of wireless sensor networks, with the exception that the gateway 
is connected to the internet. However, previous studies have not adequately addressed the 
heterogeneity of IoT devices. Additionally, various scenarios for IoT device authentication 
have not been thoroughly investigated. In Song et al. [2017], only IoT devices and a server 
were considered in the system model for securing communications between these two 
parties. In Zhang et al. [2017a], the authors proposed a mobile-health system model with 
three entities as network manager, wireless body area network clients, and medical service 
providers. Trust relationships between these entities were discussed in the proposed 
protocol. However, the heterogeneity of IoT devices is not considered in the system. 

In addition to the IoT system model, IoT devices are vulnerable to various types of 
attacks such as physical, side-channel, and cloning attacks due to their physical exposure 
and easy accessibility. Physical unclonable functions (PUFs) are considered to be built into 
IoT devices to provide security against those attacks. A PUF is a digital fingerprint that 
serves as a unique identity for a semiconductor device, which can derive a secret from the 
physical characteristics of the integrated circuits. Two primary applications of PUFs are 


5G Wireless Network Security and Privacy, First Edition. Dongfeng (Phoenix) Fang, Yi Qian, and Rose Qingyang Hu. 
© 2024 John Wiley & Sons Ltd. Published 2024 by John Wiley & Sons Ltd. 
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strong authentication and cryptographic key generation [Herder et al. 2014]. Considerable 
research has been devoted to assessing the properties of PUF hardware designs [ Maiti et al., 
2012, Yan et al., 2017b, Gao et al., 2017, Cao et al., 2018b]. Furthermore, there have been 
efforts to develop authentication protocols using PUFs. For instance, [Aman et al., 2017] 
proposed a mutual authentication and key exchange protocol based on PUFs. The protocol 
was designed to operate in two scenarios: between an IoT device and a server, and between 
two IoT devices. The proposed mutual authentication protocol relied on strong PUFs to 
achieve secure authentication. The protocol generated a session key using two random 
numbers, each generated by one of the participating entities. The research demonstrated 
that the protocol effectively guarded against cloning and physical attacks by utilizing 
PUFs. However, it should be noted that the protocol only considered IoT devices and 
servers. 

Given the constraints of computational power and storage capacity of IoT devices, as 
well as privacy concerns, the current focus of research in IoT applications is on developing 
lightweight, efficient, and anonymous authentication methods. In Gope et al. [2018], the 
authors proposed a lightweight and privacy-preserving authentication protocol for a radio 
frequency identification (RFID) system. The protocol was designed to operate in an ideal 
PUF environment and protect against various types of attacks, including DoS, eavesdrop- 
ping, impersonation, and cloning attacks. However, these PUF-based authentication meth- 
ods are limited in their applicability to IoT systems as they only consider authentication 
between a tag and a server, and do not generate security keys post-authentication. Several 
studies, such as Liu et al. [2014], Xiong [2014], Zhao [2014], and He et al. [2017], have pro- 
posed anonymous authentications. Although in [Saeed et al., December 2018] the authors 
proposed a cost-effective and scalable authentication protocol, the previous works did not 
consider the comprehensive trust model and the heterogeneity of IoT devices. Therefore, 
this chapter aims to explore flexible and efficient security schemes for IoT applications that 
consider the comprehensive trust model and account for the heterogeneity of IoT devices. 


5.2 A General System Model for loT Applications Over 5G 


This section presents a general IoT system architecture along with the corresponding trust 
models, threat models, and design objectives. 


5.2.1 System Architecture 


The architecture of the IoT system comprises four main components: heterogeneous IoT 
devices (classified as T1 and T2 IoT devices), IoT users, a network operator, and an IoT ser- 
vice provider. This is illustrated in Figure 5.1, where the two types of heterogeneous IoT 
devices are differentiated based on their distinct capabilities. 

It is assumed that T1 IoT devices can directly connect to the network operator using either 
3GPP or non-3GPP access technologies, which allows them to communicate directly with 
the provider. T1 IoT devices offer superior communication and computational capabilities 
compared to T2 IoT devices, and come equipped with a built-in security scheme. In con- 
trast, T2 IoT devices are unable to establish a direct connection with the network operator. 
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Figure 5.1 A general loT system model over 5G networks. 


In addition, it is assumed that T2 IoT devices do not communicate with each other for the 
purposes of this study. Due to their limited battery life and computational capabilities, T2 
IoT devices are unable to support complex security protocols. As such, a T1 IoT device is 
required to serve as a relay node for T2 IoT devices to connect to the network operator using 
non-3GPP access technologies. 

Secure communication channels must be established between all entities involved. As 
depicted in Figure 5.1, the network operator is responsible for managing both the radio 
access networks and core networks. In 5G wireless systems, network slicing can be utilized 
to manage the resources based on specific applications dynamically. 5G core network differs 
from their 4G counterparts by segregating the control plane and data plane, which allows 
for improved performance and greater network flexibility during deployment [Fang et al., 
2017a, 2017b, 2018]. In the control plane, different network functions are allocated, such 
as the access and mobility management function (AMF), session management function 
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(SMF), unified data management (UDM), authentication server function (AUSF), and pol- 
icy control function (PCF) [Fang et al., 2017a]. The programmable data plane makes core 
network more flexible and better support different use cases in 5G. 

The IoT service provider provides data storage and possible data analysis services for IoT 
users. The IoT service provider can also manage the identities of IoT devices if needed. IoT 
users can communicate with IoT devices and the corresponding IoT service provider. The 
communications between IoT users and IoT devices can be wireless-based or through the 
network operator. IoT users can communicate with the IoT service provider for data access 
and analysis services. 

In the system model, there are assumed to be I T1 IoT devices, J T2 IoT devices, N IoT 
users, one IoT service provider, and one network operator. Typically, the value of J is sig- 
nificantly greater than I. A T1 IoT device Dy can communicate with IoT users and the IoT 
service provider through the network operator. A T2 IoT device Dr needs to go through a 
T1 IoT device to upload data to the IoT service provider and to communicate with other 
T1 IoT devices and IoT users. T1 IoT devices, IoT users, and the IoT service provider must 
first register with the network service provider before the communications between them. 
T2 IoT devices must first register with a T1 IoT device to join the system. Mutual authen- 
tication and initial session key agreement are required between two entities before they 
communicate with each other. T2 IoT devices must achieve mutual authentication with 
the IoT service provider to be able to connect to the network. Through a T1 IoT device, T2 
IoT devices can join the network after the mutual authentication between T2 IoT devices 
and the IoT service provider. Moreover, all data transmission should be protected with data 
confidentiality, data integrity, and contextual privacy. 


5.2.2 Trust Models 


Trust models may vary depending on the specific applications in 5G wireless systems, which 
are used for a wide range of purposes. This study considers three potential trust models 
based on the IoT system model architecture presented in Section 5.2.1, which takes into 
account the varying degrees of trust among the different entities discussed in the previous 
section. Given that Tl IoT devices, IoT users, and the IoT service provider communicate 
directly with the network operator, these entities can be collectively regarded as “network 
entities.” Figure 5.2 illustrates a trust model for 5G networks based on the IoT system 
model. 


JoT users 
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| The network 


operator 
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T2 loT devices The IoT service 
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Figure 5.2 A trust model for 5G networks based on the loT system model. 
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T2 IoT devices rely on T1 IoT devices to relay messages to other entities, but to maintain 
end-to-end security, Tl IoT devices must not be able to interpret messages exchanged 
between T2 IoT devices and other network entities. Various scenarios can be categorized 
according to the trust relationships among IoT users, T1 IoT devices, the network operator, 
and the IoT service provider, as outlined below. 


Case 1: In this scenario, the network operator is deemed completely trustworthy by all 
other entities. Similarly, oT users and IoT devices fully trust the IoT service provider. 
As such, the system model can treat the IoT service provider and network operator as a 
single entity. This configuration, known as Case 1, is commonly employed in early-stage 
research. 

Case 2: Both the network operator and the IoT service provider are semi-trusted by IoT 
devices and IoT users. The network operator is fully trusted by the IoT service provider. 
The network operator and the IoT service provider are honest but curious about the data 
transmitted between IoT devices and IoT users. In this case, the IoT service provider can 
store information of IoT devices in the core network AUSF to achieve better latency man- 
agement and mobility support. The system model can consider the IoT service provider 
and the network operator as one entity. Case 2 is also popularly used for simplifying the 
system model. 

Case 3: Both the network operator and the IoT service provider are semi-trusted by IoT 
devices and IoT users. The network operator and the IoT service provider are honest but 
curious about the data transmitted between IoT devices and IoT users. The IoT service 
provider only uses the network operator services but not trusts it to manage information 
of IoT devices. In this case, the IoT service provider can deploy some servers close to the 
IoT devices and users to shorten the communication latency. This case is not well studied 
but is more practical to real applications. 


5.2.5 Threat Models and Design Objectives 


Out of the available trust models, Case 3 model has been selected for this study due to its 
minimal trust requirements between entities. In light of the fact that T2 IoT devices are 
susceptible to various forms of attacks such as physical, side-channel, and cloning attacks, 
it is assumed that these devices have weak PUFs. As a result, the IoT service provider only 
needs to store a single pair (C, R) for each T2 device. We assume that eavesdropping attacks 
can be launched to get communication information between IoT devices and other network 
entities. An identity stolen attack can be launched by cloning the identities of IoT devices to 
connect to the network. Also consider that the network operator can capture authentication 
messages and service data of IoT devices, which can be used to reveal sensitive information 
about IoT users. The IoT service provider, offering various services to IoT devices and IoT 
users, has strong incentives to protect the service data to attract more IoT users to use their 
services. On the other hand, the IoT service provider is curious about the personal informa- 
tion of users for advertisement recommendations and sensitive information IoT users share 
with their collaborators. Consequently, it is assumed that the IoT service provider has the 
capability to disclose users’ personal information to third-party entities. 

Building upon the Case 3 trust model and the threat model outlined earlier, the objective 
of this study is to develop a secure and adaptable authentication and data transmission 
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Table 5.1 Design objectives. 


Security services Features 


Mutual authentication To ensure that each entity is who they claim to be, it is 
imperative that any two communicating entities within the 
system authenticate each other 


Initial session key agreement After successful authentication, it is essential that an initial 
session key is only shared between the two verified entities 


Data confidentiality and integrity When transmitting data between two entities, it is critical 
that the confidentiality of the data is maintained, ensuring 
that the privacy of the data is not compromised, and that the 
data remains unaltered throughout the transmission 


Anonymity It is ensured that the intended recipient is the only party 
that can access the sender’s identity 


Contextual privacy It is ensured that any adversary is unable to link the source 
and destination of a message 


Forward security Even if an entity’s private key is exposed, it will not 
compromise the transmission that was safeguarded by the 
preceding session key 


End-to-end security Only the two communicating entities can access the 
transmitted data, ensuring that it remains unreadable to any 
other party 

Key escrow resilience Any attempt by the network operator to impersonate other 


entities will be detected, preventing them from doing so 


scheme that ensures the safeguarding of privacy and security. The proposed scheme’s design 
objectives are detailed in Table 5.1. 


5.3. The 5G Authentication and Secure Data 
Transmission Scheme 


This section presents an investigation into an flexible and efficient scheme for authen- 
tication and secure data transmission, aiming to achieve mutual authentication and the 
agreement of an initial session key while maintaining anonymity. In addition to authentica- 
tion, this scheme incorporates data confidentiality, data integrity protection, and contextual 
privacy in the transmitted data. The scheme also ensures forward security, end-to-end secu- 
rity, and key escrow resilience. Before delving into the specifics of the proposed scheme, an 
overview will be provided. 


5.3.1 Overview of the 5G Authentication and Secure Data 
Transmission Scheme 


To achieve the design goals while taking into account communication and computational 
efficiency, the proposed scheme offers distinct authentication methods for T2 IoT devices 
and other entities. 


5.3 The 5G Authentication and Secure Data Transmission Scheme 


The system initialization is the first step, which requires T1 IoT devices, IoT users, and 
the IoT service provider to register with the network operator to generate their respective 
private and public keys. The second step is the authentication phase, which requires mutual 
authentication between the two communicating entities before any data transmission can 
take place. After successful authentication, the generation of an initial session key is neces- 
sary. The authentication of non-T2 IoT devices differs from T2 IoT devices authentications. 
Before T2 IoT devices can communicate with any other entities, mutual authentication with 
a T1 IoT device and the IoT service provider is required. Mutual authentication between T2 
IoT devices and the IoT service provider can be facilitated through the use of a T1 IoT device 
as a relay node. Depending on the application, the IoT service provider can simultaneously 
authenticate multiple T2 IoT devices. Once T2 IoT devices have joined the network, the 
relay T1 IoT device can assist in achieving mutual authentication between them and other 
entities. However, it is essential to establish an initial session key without disclosing it to 
the relay T1 IoT device. 

Once authentication is complete, data transmission between these entities is facilitated 
with due consideration to data confidentiality, integrity protection, and contextual privacy. 
The proposed scheme also provides forward security, end-to-end security, and key escrow 
resilience, based on the trust model. 


5.3.2 The Detailed Scheme 


The flexible and efficient authentication and secure data transmission scheme includes 
five phases, system initialization, authentication and initial session key agreement, data 
transmission, data receiving, and T2 IoT devices authentication and initial session key 
agreement. 


5.3.2.1 Phase 1 - System Initialization 
Phase 1 involves the initialization of the system, which comprises two primary steps - 
system parameter generation and registration. 


a) System parameter generation: The network operator generates two large prime num- 
bers, p and q, based on a security parameter k that determines the input size of the com- 
putational problem. Let P be a generator of a cyclic group G with order q on elliptic-curve 
cryptography (ECC) [Stallings, 2017]. The network operator randomly generates x, € Z3 
as its own master private key and computes the public key X,, = x,,P. Additionally, 
the network operator chooses six secure hash functions: Hy : {0,1}* x Za => Zp H,: 
{0,1}*xGxGxG > Zi; H, : {0,1}* x Gx Gx Gx {0,1}* Zy H, : G= {0,1}* x 
Gx Gx {0,1}* x (0,1}", Hy : Gx {0,1}* x {0,1}* > Z2),H; : Gx GxZ, > {0,1}*. The 
network operator publishes the system parameter as params = (p,q, P,Xy, Hp, H;, Hp, 
H,,H,, Hs). 

b) Registration: The registrations process for joining the system involves two distinct stages. 
During the first stage, T1 IoT devices, IoT users, and the IoT service provider register 
directly with the network operator. In the second stage, T2 IoT devices register with 
their corresponding relay T1 IoT device to gain access to the system. 
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For the network operator, T1 IoT devices (D'), IoT users (U), and the IoT service provider 
(S) are network entities. Let W be a network entity, where W € {D!, U, S}. The registration 
steps for W are as follows. 


e W randomly selects x, € Z; asa partial secret value and computes X,, = x,,P as its corre- 
sponding partial public key. 

e W sends its identity and the partial public key (W,X,,) to the network operator for regis- 
tration. 

e The network operator randomly chooses y,, € Z; and computes Y,, = y,,P and z,, = y,, + 
x,H,(W||X,,||Y,,||X,,) to register W with the partial public key X,,. 

e The network operator sends the partial private key z,, and partial public key Y,, through 
secure channel to W and stores the public key (X,,, Y,,). 


Once W receives (Z,,, Y,,), it can verify the validity of these two keys by comparing z,,P 
with Y,, + X,H,(W||X,|lY,,||X,,). Then W stores the full private key (x,,,z,,) and the public 
key (X,,, Yy)- 

For T2 IoT devices to join the system, they must register at a relay T1 IoT device. Assume 
the identity of ith T2 IoT device is D?. R represents the relay T1 IoT device. Then the relay 
T1 IoT device computes |; = H,(D?||x,) and PD? = H,(X,|IY,||J;). Both 1, and PD? will be 
programmed into the T2 IoT device before deploying it into the network. 


5.3.2.2 Phase 2 - Authentication and Initial Session Key Agreement 

To establish a secure communication channel between any two of the network entities W, 
and W,, mutual authentication is required, followed by the creation of a session key. The 
steps involved in this process are as follows. 


e W, chooses a random number ae Z7, and picks up current time ft and com- 
putes h, = H,(W,||X, IY, 1X), m1 =aP, h, = H,(W,|IX, IY, Hal, Q, =P, 
Q, = A; (h(X,, + Yy, + X,,)) 8 (Wy IIX, IY, [i 1l. W, sends the message (Q,, Q,) 
to the W,. 

e W, computes h, = H,((%,, +Z,,)Q,) and gets W,||X, IIY,, ll lift =h, @ Q,. Then 
W, verifies the freshness ft and h,P =Q,, chooses a random number b € Z7 and 
picks up current time (ft)’, and computes n, = bP, hi = H,(W,||Xw, ||%w,||Xn) 2) = 
Hy(W3||Xp 1%, lll Ife), Q, =WP, QV, = HW (X,y, + Vy, + Xnhl)) © WallXy, lI%p, 
||n,||(fO’). W, sends the message (QQ) to W, and generates the initial session key 
ko? = abP 

6 : 

e Once W, receives the reply (Q/, Q5) from W,, W, performs the following steps: W, com- 

putes h, = H,((x,, + Z,,)Q)) and gets W,||X,, 11%, III’ = hy ® Q;. After verifying 


the freshness (ft)’ and h)P = Qi, W, generates the initial session key ke = abP. 


The authentication between T2 IoT devices and the IoT service provider is discussed in 
phase 5. 


5.3.2.3 Phase 3 - Data Transmission 
Data transmission in the system involves two types: one is between network entities, and 
the other is between T2 IoT devices and a single network entity. 


5.3 The 5G Authentication and Secure Data Transmission Scheme 


a) Data transmission between network entities: To transmit a message m from network 
entity W, to network entity W,, the message must be routed through the network oper- 
ator. Both network entities will first find the session key of the current session t as ki m2 
Subsequently, the sender entity, W,, will undertake the following steps. 

e The sender W, randomly chooses g € Z; and computes h, = H,(W3||Xy,||¥y,||Xn)s 
Vv = 8Xy 

e To ensure the data source identity and integrity, W, computes s, = gP,s, = 
A4(s;||W,||m) + Hy; ||W ||), 83 = 8/%p, + Zw, + 2)5 

e To ensure the data confidentiality, W, computes v, =g(Y,,+,X,),m' = 
A5(1, ||" [ene ® m; 

e The ciphertext is (s,,5,53,m’, t). 

W, sends the data as (Ex, (W,), (Sy, S2,53,m’,t)) through the network operator, and 

refreshes the session key between W, as kj!" = H)(t||k,""”). 

b) Data transmission between a T2 IoT device and other network entities is discussed in 
detail in phase 5 after the T2 IoT devices join in the network. 


5.3.2.4 Phase 4 - Data Receiving 

When W, receives (Ey (W,), (S;,52,53,m', t)), W, decrypts the identity D,. (Ex, (W,)) and 
Ww, w2 w2 

finds the session key with W, k;’""” and the public key of W, (X,,,, Yw,)- Then the following 

steps are executed to decrypt and verify the received ciphertext. 


© W, computes vi = xy 5),V5 = Zp,” = Hv) ||v5||k;") ® m! 
e Computes H,(s3(X,,, + Yy, + 52P)||Wyllm”) + Hy ||Wal| lm”). If Hy(s3(%, + Yw, + 52P) 
||W,||m”’) + H,(v} ||W,||m”) = sy, the message m” is accepted. 


W, refreshes the session key between W, as k/"? = H(t||k;"""”). 
5.3.2.5 Phase 5 - T2 loT Devices Authentication and Initial Session Key Agreement 
T2 IoT devices must pass three levels of authentication. Firstly, they must establish mutual 
authentication with the relay T1 IoT device to enable a connection after registration. 
Secondly, through the T1 IoT device, T2 IoT devices must achieve mutual authentication 
with the IoT service provider to be granted system access. This authentication uses a PUF 
function to verify the legitimacy of both the T2 IoT device and the IoT service provider. 
Thirdly, once connected to the system, T2 IoT devices must undergo mutual authentication 
with other network entities. The relay T1 IoT device facilitates the second and third levels 
of authentication. 

For the authentication between a T2 IoT device and the relay T1 IoT device, the relay 
T1 IoT device sends its public key X, to the T2 IoT device. The ith T2 IoT device randomly 
generates N, and sends (PD?, No, Ex. (Nol|l;)) to the relay T1 IoT device. The relay T1 IoT 
device decrypts and verifies the message H,(No|(/;), and randomly generates N, and sends 
(No ® N,, H)(N,|I1,), ). The T2 IoT device finds out N, and verifies the H)(N, ||I;). The a 


IoT device and the relay T1 IoT device establish an initial session key by computing ko a 
H,((Np ® N,)||/;), which can be used to secure the communications between them. 
After the mutual authentication between a T2 IoT device and the relay T1 IoT device, 
mutual authentication between the T2 IoT device and the IoT service provider is needed 
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to allow the T2 IoT device to join the network. Through the relay node, the IoT service 
provider can authenticate the T2 IoT device through the following steps. 


e The relay T1 IoT device sends message m, = (D?, D3, ..., D7) to the IoT service provider, 
where D? is the ith T2 IoT device connecting to the relay T1 IoT device. 

e After the challenge message is sent by the T2 IoT device, the IoT service provider 
authenticates the message by verifying it with the corresponding device identity 
C = ((C,,D?),(C2,D3),...,(Cy,D7)). Upon successful verification, the IoT service 
provider sends a nonce Nj along with the verified message to the relay T1 IoT device. 

e The relay Tl IoT device sends each T2 IoT device the corresponding challenge 
(C;, E ope (No)). 


e Each T2 IoT device computes a hash value of E’_»2,,(H)(NolIf(C;))) and sends it to the relay 
ky! 


T1 IoT device, where f(C,) € 2: 

e The relay Tl IoT device decrypts the message, and sends m, = (H,(NolIf(C,)) ® 
Hy(Nollf(C,)) ® «-- ® Hy(Nollf(Cp)). 

e The IoT service provider verifies the message, sends the confirmation to the relay T1 
IoT device, and generates a secret key between itself and the ith T2 IoT device Kis = 
H,(D?||Ho(Nollf(C;)))- 

e The relay T1 IoT device sends the confirmation to T2 IoT devices. Both the relay T1 IoT 
device and each T2 IoT device refresh their session key Hy(No| Ke"), 

e The ith T2 IoT device generates the session key between itself and the IoT service provider 
kPeS = Hy(D?||Hp(Nollf(C)))- 


After T2 IoT devices join the network, other network entities can communicate with T2 
IoT devices through the relay T1 IoT device. The authentication process consists of the 
following steps. 


e W initiates a communication request by sending a nonce N, and the pseudonym PD* of 
the T2 IoT device to the relay T1 IoT device. 

e The relay T1 IoT device verifies the network entity and sends public key X,, and No of the 
network entity W to the T2 IoT device. 

e The T2 IoT device randomly generates N, and computes Ey (N,) and A)(/;||Ey (N,)), 


which are sent to the relay T1 IoT device. The T2 IoT device generates a session key ew = 
Hy((No ® Ny IIX,)- 

e The relay Tl IoT device verifies H)(Ey (Nj)||l;) and sends Ey (N,) to the network 
entity W. 

e The network entity decrypts the message with its full private key and generates the ses- 
sion key ko" = Hy((No ® Ny)IIX,)- 


5.4 Security Analysis 


This section provides an analysis on the security properties of the proposed scheme. Specifi- 
cally, it evaluates the proposed protocol’s ability to meet the design objectives in Section 5.2. 


5.4 Security Analysis 


5.4.1 Protocol Verification 


The first step is to verify the protocol for both the authentication and key setup procedures. 
Upon receiving the message (Q,, Q.,) from W,, W, first needs to decrypt the ciphertext using 
its full private key (x, ,Z,,,) as follows. 


A3((Xy, + %y,)Q1) ®Q,= F3((Xy, + Zp, )M2P) ® A; (h, Xy, + Yw, +h,)) 
BWI Xp, lI ¥%o, Herb) 
=H,(X,, + Yw, + X,h)hy) ® Hy(hy(Xy, + Yy, + X,hy)) 
BW1|Xp, Yo, Her 
= (WIA), Mp, [aI LO; 
where h, = A, (WIX,, LY, |) and h, = H,(W,| IX LY, Ha |f). Furthermore, the 
shared initial session key generation due to the fact that W, generates a and gets n, = bP 
from W,, and W, generates b and gets n, = aP from W,. Therefore, they can both generate 
the initial session key abP. 
For the verification of data transmission protocol, once getting the message (Ey (W,), 
W2. 
(S), 55,53, m’,t)), the receiver decrypts the identity of the sender with D, (Ey (W,)) first, 
Ww, w2 


WW, 


then decrypts the ciphertext using its full private key (x, , Z,,) and current session key k, 


as follows. 
m” = H(v; Ivy INE") @ m! 
= H5(X%p,8P|lZy,8P Ike") ® As(@Xy, lle %w, + MXM lke?) Bm 
= H,(gX,, Ilg(Vy, + 2X, INKY) ® Hs(eXy, lg, + 1.1") ® m 
=m. 
Since m” = m, the verification is as follows. 
Hy(s3(X,, + Yo, + $2P)||Wy ||”) + Hy, ||Wa| |) 
= Hy(g/(Xp, + %, + 52)(Xp, + Yw, + S2P)||Wy lm) + Hye, PW ||) 
= H,(gP||W,||m) + H,(gX,,, [|W |) 


= Sp. 


5.4.2 Security Objectives 


This section verifies the achieved security objectives based on the proposed protocol. 


5.4.2.1 Mutual Authentication 

The proposed scheme can achieve mutual authentication for multiple scenarios, including 
situations where sender W, needs to authenticate itself to receiver W,. To achieve this, W, 
generates a hash value using both its own private key and the full private key of W,, which 
ensures that only W, can authenticate the message. Specifically, the proposed scheme 
ensures that only the receiver is able to recover the identity of the sender and authenticate 
itself to the sender using the same approach. The mutual authentication between a T2 
IoT device and other entities is achieved through the help of a relay T1 IoT device. To join 
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the system, the T2 IoT device must first undergo mutual authentication with the relay T1 
IoT device. This is achieved using a pre-shared hash value that is known to both devices. 
Once authenticated, the T2 IoT device can proceed to authenticate itself to the IoT service 
provider. This is accomplished using a PUF function, with assistance from the relay T1 IoT 
device. Finally, to authenticate itself to other network entities, the T2 IoT device relies on 
the relay T1 IoT device. 


5.4.2.2 Initial Session Key Agreement 

After successful authentication, the two network entities W, and W, are able to share a 
secure session key. The key materials a and b are unique to the two network entities, mean- 
ing that they can only be shared between them. In other words, these key materials can only 
be shared by these two network entities. More specifically, Kye can only be computed by 
the network entity W, with its full private key (x, ,Z,,,) and b which is generated by W). 
And kh! ™ can only be computed by the network entity W, with its full private key Cw,» Sw, 
and a which is generated by W,. Using the key materials exchanged during the authentica- 
tion phase, the proposed scheme can ensure that the two parties have correctly shared the 


session key. 


5.4.2.3 Data Confidentiality and Integrity 

The proposed scheme ensures data confidentiality and integrity through the use of several 
measures. Specifically, data confidentiality is protected using both a session key kee and 
the public key encryption. The sender W, encrypts the data using the public key of the 
receiver and the session key that is shared between the sender W, and the receiver W,. The 
message m is encrypted to m’ = H,(v,||v,||k;""”) ® m, where v,,v, only can be recovered 
with the receiver's full private key (x,,,, Z,,,). The session key Ke ™ is only shared and stored 
between the sender and the receiver. 

Data integrity is guaranteed with the signature of the sender. By decrypting and veri- 
fying the ciphertext (Ey, (W), (5,,5,53, m’',t)), with H,(s,(X,, + Yy, +5P)||W,||m’) + 
H. 4(Y; [|W |) = 5s,, the receiver can recover the message and check the integrity of the 
message. 


5.4.2.4 Contextual Privacy 

The proposed scheme achieves contextual privacy by ensuring that the source identity ofa 
message is not transmitted in plaintext. Rather, only the intended receiver, using its private 
key, can retrieve the source identity of the message. 


5.4.2.5 Forward Security 

After the initial session key generation, a new session key is generated at the end of each 
transmission, which helps to ensure forward secrecy. To generate the new session key, a 
hash function is applied to the current session key. Due to the one-way property of the 
hash function, attackers cannot recover the previous session key even if they get the current 
session key. Moreover, even if the full private key of the network entity is revealed, the 
previous transmission remains confidential since the previous session key is not able to be 
recovered. 


5.5 Performance Evaluation 


5.4.2.6 End-to-End Security 

The proposed scheme ensures end-to-end security, meaning that messages exchanged 
between any two entities are not accessible to the network operator as they lack a partial 
private key generated by the user. The full private key and the session key are required 
to decrypt messages, and only the receiver possesses both. Additionally, the session key 
is exclusively known by the communicating entities, ensuring that end-to-end security is 
maintained. 


5.4.2.7. Key Escrow Resilience 

The proposed scheme features a private key generation process that involves both the net- 
work operator and the network entity. Each entity’s private key consists of a partial key 
generated by the entity itself, and another partial key generated by the network operator. 
This dual-generation approach ensures that the network operator cannot impersonate any 
other entity undetected, as the entity-generated partial key acts as a safeguard against such 
malicious attempts. 


5.5 Performance Evaluation 


This section evaluates the performance of the proposed scheme in three key areas: secu- 
rity services provided, computational overhead, and communication overhead. By ana- 
lyzing these metrics, the effectiveness of the scheme can be accessed in providing robust 
security while minimizing the computational and communication costs associated with its 
implementation. 


5.5.1 Security Services 


This section compares the security services provided by the proposed scheme with those 
of other similar schemes. It’s worth noting that most existing authentication schemes are 
limited to a single scenario involving one type of IoT device and a server, due to their simpli- 
fied system models. However, the proposed scheme overcomes this limitation by providing 
a comprehensive set of security services that are adaptable to a wide range of scenarios and 
devices within the IoT ecosystem. The proposed mutual authentication scheme is highly 
versatile and can be adapted to suit a variety of scenarios, thanks to the proposed system 
model architecture. Additionally, the scheme goes beyond simple authentication to provide 
a range of robust security services, including confidentiality and integrity, and contextual 
privacy of data transmission. These measures help ensure the privacy of sensitive informa- 
tion during transmission. Further details of the security services comparison can be found 
in Table 5.2, where 1 = [Saeed et al., 2018], 2 = [Liu et al., 2014], 3 = [Xiong, 2014], 4 = [Zhao, 
2014], 5 =[Wang and Zhang, 2015], and 6 =[He et al., 2017]. 


5.5.2 Computational Overhead 


Table 5.3 provides an efficiency comparison between the proposed scheme and the existing 
authentication schemes proposed in Saeed et al. [2018], Liu et al. [2014], Xiong [2014], 
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Table 5.2 Security services comparison. 


Contextual Data Forward End-to-end Key escrow 
Schemes Mutual authentication _ privacy confidentiality security security resilience 
1 Yes (single scenario) No Yes Yes Yes Yes 
2: Yes (single scenario) No Yes No Yes Yes 
3 Yes (single scenario) No Yes Yes Yes Yes 
4 Yes (single scenario) No Yes No Yes Yes 
5 Yes (single scenario) No Yes Yes Yes Yes 
6 Yes (single scenario) No Yes Yes Yes Yes 
The proposed Yes (multiple scenario) Yes Yes Yes Yes Yes 


Zhao [2014], Wang and Zhang [2015], and He et al. [2017]. This comparison is based 
on two key metrics: computational overhead and computational time cost. An analysis 
of these metrics provides valuable insights into how the proposed scheme compares to 
existing schemes in terms of efficiency. This, in turn, enables to assess the effectiveness 
of the proposed scheme in delivering secure, efficient authentication services within 
the context of the IoT ecosystem. Since the overhead of arithmetic operations and hash 
functions can be ignored compared to paring operation, exponentiation, and point multi- 
plication, only paring operation, exponentiation, and point multiplication are considered. 
In Table 5.3, p, e, * represent a pairing computation in G, an exponentiation in G, and a 
point multiplication in G. 

According to the experimental results in Aranha et al. [2010], 0.32s on ATmega 
128L-based platform is needed to achieve an 80-bit security level on the ECC-based scalar 
multiplication on curve E : y? = x? + ax? + b. To achieve the same security, pairing takes 
1.90s, and point multiplication needs 0.81s on ATmega 128L-based platform [Oliveira 
et al., 2011]. Table 5.3 presents a detailed comparison of the computational overhead and 
computational time cost associated with the proposed scheme and the existing authen- 
tication schemes. These metrics provide key insights into the efficiency of the proposed 
scheme and its ability to deliver secure, efficient authentication services within the IoT 


Table 5.3. Computational overhead and time cost comparison. 


Schemes Computational overhead Computational time cost Curve type require 
1 6*+e 5.768 Pairing-based 

2 6*+e 4.148 Pairing-based 

3 10* 3.208 ECC-based 

4 e+4* 2.18s ECC-based 

5 3*+p 4.3358 Pairing-based 

6 4* 3.248 Pairing-based 


The proposed 6*(for others), 2e(for T2 IoT devices) 1.92s,1.8s ECC-based 
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ecosystem. The proposed authentication scheme requires less computational overhead 
and time cost for network entities and T2 IoT devices. Since the authentication of T2 
devices can be processed in a batch fashion, the IoT service provider can authenticate T2 
IoT devices more efficiently compared to other schemes. The computational overhead 
comparison between the proposed scheme and the other schemes is shown in Figure 5.3 
with 50% T2 IoT devices and Figure 5.4 with 70% T2 IoT devices. From Figures 5.3 and 5.4, 


250 T T T T T T T 
a) 
—_ -® Saeed et al. a 
2 2007 -+-Liu etal. Ps 1 
8 -* Xiong a 
£ - - Zhao sae oe 
> eo -= Wang et al. x ane 
a - -He etal. ae oor 
S -* ‘The proposed ye" > ae a 
B a — .er*” 
5 - io ae “f 4 
- Pe. * al 
S Po ae" 4 + oer ok 
3 : oR Ee as ene = 
3 x gage" pees Cae 
F SOF oot -¢ ae?) ae 7 
Pe Oe peeaee = 
2”, ot ae ares 
pie? 22ce 
Pe. A lial 
onst=* f ! ! ! ! 1 Ll 
0 5 10 15 20 25 30 35 40 
Number of loT devices (50% T2 loT devices) 
Figure 5.3 The computational overhead comparison (50% T2 devices). 
250 T T T T T T T 
J? 
-@ ‘Saeed et al. see 
@ 200 -+-Liu etal. Ps 1 
3 -* Xiong uc 
2 -- Zhao ead se 
o -= -Wang et al. 3ue gen 
3 150 -¢-He etal. ae ae 
5 -* ‘The proposed ri 7: ae x) 
6 ie -% e 
i Ce 37 awe” 
o Ae s 
B 100 , re eee | 
e ea 27 ae* 
8 Ma oe gee °C eee 
io or ee eee aor ao * 
e 50 Pl a ee ee ae 4 
ot pt ec Leet lok 
oo _~@F. 3? ecto” 
SO wee na 
Pe aaa 
eter 
0 1 1 1 1 1 1 1 
5 10 15 20 25 30 35 40 


Number of loT devices (70% T2 loT devices) 


Figure 5.4 The computational overhead comparison (70% T2 devices). 
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Figure 5.5 The computational overhead comparison of the proposed scheme based on different 
percentages of T2 loT devices. 


the computational overhead of the proposed scheme is less than the existing schemes. The 
computational overhead comparison based on a different percentage of T2 IoT devices is 
shown in Figure 5.5, which shows that with the same total number of IoT devices, the more 
percentage of T2 IoT devices, the less computational overhead will be needed. However, 
due to the small difference in the computational time cost between T1 and T2 IoT devices, 
the computational overhead of the proposed scheme does not have a significant difference 
with different percentages of T2 IoT devices, as shown in Figure 5.5. 


5.5.3. Communication Overhead 


The communication overhead is compared with the existing authentication schemes as 
shown in Table 5.4 in terms of transmit overhead and receive overhead. 

Based on the calculation in Saeed et al. [2018], the curve used in pairing with compressed 
G, size is 34 bytes, and G, size is 136 bytes. For ECC-based, the compressed G size is 21 
bytes. A comparison of the communication overhead of difference schemes in terms of 
these parameters is shown in Table 5.4. The proposed scheme has significantly low over- 
head for T2 IoT devices. The communication overhead comparison is shown in Figure 5.6 
with 50% T2 IoT devices and in Figure 5.7 with 70% T2 IoT devices. Figures 5.6 and 5.7 
show that the proposed scheme has the least communication overhead compared to other 
similar schemes. The communication cost comparison of the proposed scheme based on 
different percentages of T2 IoT devices is shown in Figure 5.8, which indicates that with 
the same total number of IoT devices, the higher percentage of T2 IoT devices, the less 
communication cost will be needed. 


Table 5.4 Communication overhead comparison. 


5.6 Conclusion 


Schemes Transmit overhead Receive overhead 

1 3|Z> Il +4/G,| + |right| + |t|, 242 |MAC| + |G,| +t, 68 
bytes 

2 IZ5 | + 2|G,| + 2|G,| + |right| + |MAC|, 32 
|t|, 382 bytes 
|ID| + 4|G| + |t], 90 bytes |MAC| + |GI, 53 

4 3|G| + [ID| + |right| + |t|, 77 |G| + |MACI, 53 
bytes 

5 |ID| + 2|G,| + 2|t|, 76 bytes |MAC| + |G,| +t, 68 

6 [ID| + 2|G,| + |right| + |¢|, 82 |MAC| + |G, |, 66 
bytes 


|W| +4|G| + |t|, 90 bytes (for 
others) |Z5|, 32 bytes (for T2 IoT 


The proposed |W| + 4|G| + |¢], 90 bytes |Z>|, 32 bytes 
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Figure 5.6 The communication overhead comparison (50% T2 devices). 


5.6 Conclusion 


This chapter begins by examining a general IoT system architecture over 5G, using 
three distinct trust models. The studied system model takes into account the het- 
erogeneity of IoT devices, enabling to design a flexible and efficient authentication 
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Figure 5.8 The communication overhead comparison of the proposed scheme based on different 
percentages of T2 loT devices. 


and secure data transmission scheme based on the third trust model. The proposed 
authentication and secure data transmission scheme provides anonymous mutual 
authentication for multiple scenarios, while also ensuring data transmission confi- 
dentiality, integrity, and contextual privacy, in order to meet the needs of new use 
cases over 5G wireless systems. Session key agreement, forward security, end-to-end 


5.6 Conclusion 


security, and key escrow resilience are also achieved with the proposed scheme. A 
security analysis is presented to verify the functionality of the proposed scheme. 
Performance evaluations in terms of security services, computational overhead, and 
communication overhead are illustrated to show that the proposed scheme achieves 
security services and offers less overhead to T2 IoT devices with flexibility and 
efficiency. 
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Secure and Efficient Mobility Management in 5G Wireless 
Networks 


This chapter introduces a novel mobility management scheme for 5G wireless networks 
based on software-defined networking (SDN) architecture. The proposed network archi- 
tecture simplifies mobility management and enhances efficiency. Additionally, the imple- 
mentation of dual connectivity technology enables fast authentication by separating control 
plane and user plane handover. The chapter delves into three different handover scenarios 
and their respective procedures. Furthermore, it proposes two authentication protocols, a 
full authentication protocol and a fast authentication protocol, for user registration and 
handover scenarios. 


6.1 Handover Issues and Requirements Over 5G Wireless 
Networks 


Numerous research activities have been conducted to enhance handover performance, 
primarily by minimizing the frequency of handovers [Shen and van der Schaar, 2017, 
Chen et al., 2017, Semiari et al., 2017, Tang et al., 2016]. According to Lauridsen et al. 
[2017], in long-term evolution (LTE) networks, each handover implementation results in a 
median-level data interruption of 40 ms. It is evident that reducing the handover frequency 
alone cannot meet the service requirements of specific 5G applications as handover latency 
remains a concern. In cases where handover frequency is dictated by service requirements, 
reducing the frequency is not a viable solution. Thus, there is a need to focus on reducing 
the latency associated with each handover. 

Handover latency can be divided into control plane (CP) latency and user plane (UP) 
latency. According to Lauridsen et al. [2017], the latency targets for CP and UP in LTE 
networks are 100 and 20 ms, respectively. The merger of CP and UP in LTE networks results 
in substantial signaling overhead during handover between RANs and the CN. Therefore, a 
decoupled CP and UP architecture is proposed in Prados-Garzon et al. [2016]. In Yan et al. 
[2017a], the authors explored the concept of decoupled CP and UP handover. However, 
the majority of the current literature is based on LTE core networks, without considering 
the 5G RAN and CN. It is crucial to reduce communication, computation overhead, and 
signaling overhead between RANs and the CN to enhance handover latency performance 
significantly. 


5G Wireless Network Security and Privacy, First Edition. Dongfeng (Phoenix) Fang, Yi Qian, and Rose Qingyang Hu. 
© 2024 John Wiley & Sons Ltd. Published 2024 by John Wiley & Sons Ltd. 
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6 Secure and Efficient Mobility Management in 5G Wireless Networks 


The 5G RAN and CN demand greater flexibility, scalability, cost-effectiveness, and 
energy efficiency. In 5G CN, mobility management entity (MME) and home subscriber 
server (HSS) functions in LTE core networks will be replaced by SDN-based functions. 
Unlike in LTE networks, where CP and UP functions are executed in the serving gateway 
(S-GW) located far away from user equipment (UE), 5G CN architecture will enable more 
efficient execution of these functions. In 5G CN, access control and session management 
are separated to provide better support for fixed access, flexibility, and scalability. Unlike 
in LTE networks, where the CP and UP functions are performed in the S-GW, in 5G CN, 
the CP and UP separation in the S-GW reduces the cost of user plane, and brings the UP 
closer to the UE. This approach not only reduces the path switch time but also results in 
significant cost savings. The 5G RAN will employ new radios to enhance its performance. 
Additionally, the use of SDN can improve the base stations (BSs) by enabling certain 
functions to be executed within the CN. In Nayak et al. [2018], the authors proposed a 
centralized SDN architecture based on a service-based 5G CN. The architecture included 
new radio nodes aimed at reducing signaling between the RAN and CN. However, the 
new radio nodes are still similar to the eNB in LTE, and each handover still requires 
communication with the CN. 


6.2 A5GCN Model and HetNet System Model 


This section presents the 5G CN model used in this study, including a comparison of its 
functions with those of LTE entities. Additionally, a HetNet system model, along with the 
corresponding trust and attack models, is introduced. To improve the robustness of the 5G 
system, dual connectivity is utilized. 

Figure 6.1 presents a comparison between the LTE and 5G CNs. The left-hand side 
illustrates the LTE CN with its various entities, while the right-hand side depicts the 
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Figure 6.1 Comparison of an LTE CN and a 5G CN. 


6.2 A 5G CN Model and HetNet System Model 


5G CN, which features a network function-based control plane and a user plane that is 
separated. The equivalent entities used in the 5G CN, as compared to the LTE CN, are also 
indicated in the figure. Compared to the LTE CN, the 5G CN separates the two functions 
in MME as access and mobility management function (AMF) and session management 
function (SMF). With these two functions separated, 5G wireless networks can better 
support fixed access and achieve higher flexibility and scalability. AMF is expected to 
be access-independent, which can simplify the mobility management between different 
radio access technologies (RATs). AMF is responsible for managing access control and 
mobility, and its application may vary depending on the use case. SMF can set up and 
manage sessions. Multiple SMFs can be assigned to manage different sessions of a single 
user associated with a single AMF. The control functions in the traditional S-GW and 
packet gateway (P-GW) are also moved in SMF in the 5G CN. Authentication server 
function (AUSF) and user data management (UDM) are implemented in the HSS and 
authentication, authorization, and accounting (AAA). The policy control function (PCF) 
achieves the same purpose as the policy and charging rule function (PCRF). All these 
network functions interact with each other with well-defined interfaces. 

In LTE, depending on the RATs, MME or AAA, and HSS are involved in UE mobility 
management. Based on the 5G core network (CN), AMF, AUSF, and UDM are utilized to 
achieve mutual authentication and key agreement (AKA) between UE and core networks. 
In the handover between different cells, SMF can be involved in new session setup and 
management. The separation of the CP and UP in the 5G core network is expected to achieve 
flexible deployment and efficient management. 

The proposed model for this study takes into account a HetNet system, which is illus- 
trated in Figure 6.2. The system comprises two macro-BSs, each with several small access 
points (APs) that support different RATs such as 5G new radio and 3GPP radio. In LTE net- 
works, macrobase stations are typically connected through wired connections due to their 
low density. However, with the introduction of 5G technology and higher-frequency bands, 
it will be possible to deploy macrobase stations at a higher density and establish wireless 
communication between them. 5G technology incorporates advanced features to support 
various use cases, including enhanced mobile broadband (eMBB), ultra-reliable low latency 
(URLLC), and massive machine-type communications (mMTC). Since these use cases have 
different requirements, such as low latency for URLLC, mobility may have varying impacts 
on their performance. 

To improve the handover performance between macrocells, small-cell APs are deployed 
at the overlap area, as shown in Figure 6.2. The connections between BSs to APs are the 
Xn interface. In this system model, each AP must establish a secret sharing with the base 
stations BSs within its coverage area upon joining the network. To ensure both reliability 
and zero handover interruption time, the system employs dual connectivity. Each UE can 
have a connection with a small cell and a macrocell at the same time. The small cell can 
provide the UP connection for high data rate services. The macrocell connection provides a 
CP connection and also a backup UP connection. For the SDN-based core network, CP and 
UP are separated. The separation can significantly reduce the cost of the conventional gate- 
way. Furthermore, deploying multiple UPs at the edge networks can bring them closer to the 
RAN. In the proposed network system architecture, each BS can handle handovers between 
APs within its coverage area. For inter-BS handovers, the APs located in the overlapping 
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Figure 6.2. A 5G HetNet system model. 


areas can assist in maintaining UP connections and facilitate seamless handover without 
interrupting regular services. 

After analyzing the LTE CN and 5G CN, it has been identified that mobility management 
involves several parties, including the UE, AP, BS/AMF/SMF, AUSF, and UDM. Figure 6.3 
illustrates that the BS, AMF, and SMF are treated as a single entity in this context. The 
long-term keys and real identities of UE are only known by UE and UDM. The communi- 
cation links between UE and BS/AMF/SMF, between BS/AMF/SMF and AP, and between 
UE and AP are not secure, as shown in the dotted lines in Figure 6.3. The communication 
links between BS/AMF/SMF and AUSF, and between AUSF and UDM are secure, as shown 
in the solid lines in Figure 6.3. The BS/AMF/SMF, AP, and AUSF are semi-trust. 

The studied system model considers various attack models as follows. 


e Eavesdropping: As UE identities are transmitted in plaintext, an eavesdropping attack 
can reveal their actual identities, which are used for network registration, enabling an 


Figure 6.3 Trust model in the studied system model. 
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attacker to impersonate the UE. By utilizing the AKA protocol in LTE, the attacker 
can obtain location and even conversation information by forwarding the identities to 
the MME. Additionally, the attacker may launch man-in-the-middle (MITM) and DoS 
attacks. 

e MITM: If the attacker acquires the UE actual identity, they can also obtain the random 
challenge (RAND) and authentication token (AUTN) from the MME. By forwarding 
these values to the UE, the attacker can obtain the appropriate response (RES). This 
would enable the attacker to impersonate a BS to the UE or a UE to a real BS. 

e DoS: An attacker may repeatedly send bogus or different UE identities to the MME, which 
could exhaust the HSS computational resources when generating authentication vectors 
for the UE. Furthermore, the MME may be forced to reserve memory for an extended 
period while waiting for a response from the attacker. 

e Replay attacks: By intercepting the communication between a UE and a BS, an attacker 
can repeatedly forward the messages to the BS, initiating a replay attack. 


6.3 5GHandover Scenarios and Procedures 


Considering the high density of small cells in 5G networks and their service-specific 
requirements, handover between higher frequencies is unavoidable. Therefore, ensuring 
secure and efficient mobility management is crucial to meet the 5G service requirements. 
Flexibility in small-cell deployment is essential to address different scenarios effectively. In 
scenarios such as public safety, additional small cells can be utilized to ensure high network 
throughput. Thus, the proposed model includes an analysis of handover mechanisms 
between small-cell APs and 5G macro-cell BSs. In order to enhance handover performance, 
AMF and SMF are deployed near the BSs, as depicted in Figure 6.2. This section examines 
various handover scenarios within the proposed 5G HetNet system model and presents the 
corresponding handover procedures based on these scenarios. 


6.3.1 Handover Scenarios 


Based on the illustrated 5G HetNet system model in Figure 6.2, each user can have dual 
connectivity with a macrocell BS, and a small-cell AP, where the BS connection can pro- 
vide communication reliability and AP connection can ensure high data rate requirement. 
In each macrocell, UE can Keep the BS connection with both CP and UP. Small-cell AP 
handover can be triggered due to signal quality or service requirements on a high data rate. 
When the UE gets closer to the macrocell BS, the UE may need to switch the UP from 
small-cell AP to macrocell BS due to the signal quality requirement. When the UE moves 
away from the macrocell BS, the UE may need to have the UP handover from the macro- 
cell BS to a small-cell AP. When UE moves from one AP to another AP, the UP handover 
between these two APs can be triggered. When UE moves to the edge of the macrocell BS, 
a handover between the macrocell BS to another macrocell BS is required. 
Therefore, the possible handover scenarios are: 


e From a macrocell BS to a small-cell AP; 
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Between two small-cell APs under the same macrocell BS; 
Between two 5G macrocell BSs. 


In LTE networks, to achieve seamless handovers between the evolved universal terrestrial 


radio access network (E-UTRAN) and non-3GPP access networks, a full access authenti- 
cation procedure between a UE and the target access network is required before the UE 
handover to the new access network, which can bring a significant handover delay through 
multiple rounds of message exchanges to an AAA server. The proposed system model in this 
study enables simplified inter-RAT handover, as the AMF are independent of the macro- 
cell BSs and RATs. Additionally, the separation of the CP and UP handover, as well as the 
implementation of dual connectivity, can further enhance the handover performance. 


6.3.2 Handover Procedures 


The procedures for each of the three handover scenarios are presented below. 


Handover from a macrocell BS to a small-cell AP: The transition from a macrocell BS 
to a small-cell AP can occur when the UE moves out of range of the macrocell BS and 
obtains a stronger signal from a small-cell AP, or when the service demands a higher 
data rate. Even when the UE is within the coverage area of the macrocell BS, it maintains 
its connection with the macrocell BS, with both CP and UP as backup. Thus, only a UP 
handover is required when transitioning from the macrocell BS to a small-cell AP, as 
depicted in Figure 6.4. 

The UE sends the measurement report and service requirement to the BS first. Based 
on the measurement report and service requirement, the BS can make the UP handover 
decision. The BS then sends a handover request to the target AP. Once the BS gets the 
handover request acknowledgment, the handover command will be sent to the UE. The 
UP handover procedures are managed within the RAN, without the need for involve- 
ment from the CN. During the UP handover, the CP connection between UE and the BS 


Target AP BS/AMF/SMF 
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3. Handover Request 
4. Handover request Ack 
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Figure 6.4 UP handover procedures from a macrocell BS to a small-cell AP. 
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has no change, which can ensure the reliability of the mobility management. Since the 
UP handover from the BS to the target AP is managed solely within the RAN, it incurs 
lower signaling overhead and has a shorter transmission path compared to LTE han- 
dovers involving the CN. 

e Handover between two small-cell APs: Figure 6.5 illustrates that handovers between two 
small-cell APs operating under the same macrocell BS coverage may be frequently initi- 
ated due to the utilization of high-frequency radio spectrum, exceeding 10 GHz. Efforts to 
mitigate frequent handovers in this scenario have been extensively researched. Neverthe- 
less, the handover mechanisms in LTE are inadequate in meeting the low latency require- 
ments of 5G services. LTE-based handovers between small-cell APs require involvement 
of both CP and UP, resulting in longer latencies due to CP signaling between the small-cell 
AP and the CN. Furthermore, if dissimilar RATs are utilized between small-cell APs, addi- 
tional signaling will be required. 

The proposed HetNet system model accommodates the use of different RATs across 
small-cell APs. To support flexible deployment of small cells while reducing AP 
costs, only UP handovers are necessary between APs. The macrocell BS controls the 
handover between these APs, and each macrocell BS is equipped with an AMF that 
operates independent of RATs. Therefore, handovers between small-cell APs in 5G 
are RAT-independent. As handovers are handled by the macrocell BS, the procedure 
resembles that of a handover from a macrocell BS to a small-cell AP, as depicted in 
Figure 6.5. 

When a handover is triggered, the UE sends a measurement report to the BS. The BS 
then makes a handover decision and communicates the handover request to the target 
and source APs via the Xn interface. Upon receiving the handover command from the BS, 
the UE synchronizes with the target AP and may obtain a new uplink allocation from the 
macrocell BS if required. As both small-cell APs remain under the coverage of the same 
macrocell, no CP handover is necessary. A UP handover between small-cell APs incurs 
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Figure 6.5 UP handover procedures between two small-cell APs. 
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lower signaling overhead and latency. All signaling messages related to the handover, as 
illustrated in Figure 6.5, occur within the RAN. 

Handover between two 5G macrocell BSs: 5G urban macrocells may use carrier frequen- 
cies around 2 GHz, 4 GHz, or up to 30 GHz, enabling wireless communication between 
5G macro-BSs. These new BSs are designed for multi-RAT network deployments, with 
varying use cases that require high data rates and low latency. Figure 6.1 shows that 
handovers may occur between two 5G macro-BSs utilizing different RATs. Inter-RAT 
handovers in LTE involve significant signaling overhead due to the LTE CN. However, in 
5G, the new CN architecture utilizing SDN and function separation simplifies inter-RAT 
handovers. As the AMF is RAT-independent, inter-RAT handovers follow the same pro- 
cedure as those within the same RAT in 5G wireless networks. However, the handover 
process may differ based on whether the source 5G macro-BS has an unused authenti- 
cation vector. Therefore, this subsection focuses on presenting the handover procedures 
between two 5G macro-BSs. 

The handover procedures between two 5G macro-BSs are illustrated in Figure 6.6, assum- 
ing the source 5G macro-BS has at least one unused authentication vector. During these 
procedures, the UE may maintain a UP connection with a small-cell AP situated in the 
overlap area of the source and target macrocells. Because the source 5G macro-BS has at 
least one unused authentication vector, the handover process can be completed within 
the RAN. The source 5G macro-BS can utilize an unused authentication vector to estab- 
lish mutual AKA between the UE and the target 5G macro-BS, as illustrated in Figure 6.6. 
In cases where the source 5G macro-BS has no unused authentication vector, the han- 
dover procedures between two 5G macro-BSs are presented in Figure 6.7. To complete 
the handover procedures, the 5G CN is required to generate the authentication vector. 
From Figure 6.7, the communication overhead to generate the authentication vectors in 
CN can introduce significant latency. In order to prevent situations where a 5G macro-BS 
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Figure 6.6 Handover procedures between two 5G macrocell BSs with unused authentication 
vector. 
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Figure 6.7. Handover procedures between two 5G macro-BSs without unused authentication 
vector. 


does not have any unused authentication vectors during a handover, an authentication 
vector requirement can be established to ensure that each BS has at least one unused 
vector available. If a BS does not meet this requirement, it may request additional authen- 
tication vectors before proceeding with the handover in order to reduce latency. 


6.4 A New Authentication Protocol for 5G Networks 


To ensure secure mobility management in cellular networks, an AKA protocol is com- 
monly used. The LTE AKA protocol achieves mutual authentication between a UE and 
the CN with key agreement [Ouaissa et al., 2018]. However, with the introduction of the 
next-generation CN in 5G networks, the AKA protocol also needs to be updated. Addition- 
ally, the LTE AKA protocol does not address the issue of preserving UE identity privacy, 
which is a significant concern in many use cases over 5G wireless networks. LTE AKA is 
known to have vulnerabilities such as MITM and DoS attacks, which are expected to be 
addressed in 5G AKA [Abdrabou et al., 2015]. The new features of 5G RAN and 5G CN will 
require different trust models, and hence new perspectives for authentication protocols. 
Although the 5GAKA draft was published in January 2018 as 3GPP TS 33.501 draft v0.7.0, 
which has not changed much from LTE AKA except for the entities involved, the authen- 
tication for 5G handover needs to be more efficient than LTE AKA to meet the advanced 
requirements of 5G services. To meet the service requirements of 5G, fast authentication 
protocols in addition to the full authentication protocol are necessary. Moreover, to enhance 
security against MITM and DoS attacks, the authentication protocol should also provide a 
confidentiality service. This section presents 5G AKA protocols for pre-authentication, full 
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authentication, and fast authentication to provide the confidentiality service for authenti- 
cation and to pre-authenticate the UE and the BS to the AUSF, without utilizing public key 
infrastructure. 


6.4.1 Assumptions 


In contrast to LTE, the new 5G authentication protocol uses dual identities for each UE. 
These include a real identity and a pseudo-identity. During the initial connection to the 
network, the UE sends its pseudo-identity over the air to the BS/AMF/SMF without encryp- 
tion, as part of the pre-authentication process. Subsequently, the pseudo-identity is trans- 
mitted with encryption for enhanced security. To facilitate secure communication, the UE 
and the BS/AMF/SMF use a lightweight symmetric cryptographic function denoted by E. 
This function is shared between the UE and the network elements, enabling them to encrypt 
and decrypt messages exchanged during communication. Each UE and its home network 
(HN) AUSF share a key K’, UE PID, and a hash function H). The BS/AMF/SMF and AUSF 
share a secret key K” and a hash function H,. The UE and its UDM share the UE PID, real 
ID, a long-term key K and two cryptographic algorithms H, and F, where H, are utilized to 
generate message authentication codes, and F is a key generation function. 

For each AP, registration to the corresponding BS/AMF/SMF is needed for the first time 
to join the network. The registration can be done through the Xn interface, depending on 
the applications. The AP registration should achieve mutual authentication between the AP 
and the BS/AMF/SMF. A secret will be shared between the AP and the BS/AMF/SMF after 
the registration. This study does not delve into the specifics of AP registration. In scenarios 
where APs are located within the overlap area of BSs, they are required to register with the 
corresponding BSs. In cases where BSs have overlapping regions, a shared secret is used to 
secure the communication between them via the Xn interface. 


6.4.2 Pre-Authentication 


The LTE AKA protocol does not offer full confidentiality protection during the authenti- 
cation process, exposing UE to potential eavesdropping, identity privacy breaches, MITM, 
and DoS attacks. As a result, a pre-authentication protocol is developed for each UE joining 
the network for the first time. Figure 6.8 illustrates the pre-authentication scheme, which 
comprises Steps 0-1 to 0-5. The dotted lines in the figure indicate unsecured links, while 
solid lines represent secured links. 

The pre-authentication protocol is devised to accomplish two main objectives: first, to 
authenticate both the UE and the BS to the AUSF, and second, to establish a shared secret 
between the UE and the BS, which is used to provide end-to-end confidentiality protec- 
tion throughout the entire authentication process. By fulfilling these requirements, the 
pre-authentication protocol enables secure and reliable UE access to the network. The fol- 
lowing are the steps involved in the pre-authentication process. 


e 0-1: The UE sends the pseudo-identity (PID), a time stamp (TS), and the identity of the 
home network ID,,, to the nearest BS/AMF/SMF. 
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Figure 6.8 The proposed full authentication protocol. 


e 0-2: After verifying the TS, the BS/AMF/SMF generates a message authentication code 
H,(K", (PID ® IDyy)) using the key K” and sends it, along with the PID and the Home 
Network Identity ID,,,, to the appropriate network entities for further processing. 

e 0-3: The AUSF first verifies the message authentication code. If the message authentica- 
tion code is verified, then the AUSF checks the PID on its list. If the PID and ID, are 
verified, then the AUSF generates a RAND, and computes message authentication codes 
H,(K’, RAND,) and H,(K”, (RAND, ® H)(K’, RAND,))). The AUSF sends the (RANDp, 
H,(K', RAND,), H,(K”, (RAND, ® H)(K’, RAND,)))) to the BS/AMEF/SME. 

e 0-4: The BS/AMF/SMF verifies the message authentication code H,(K”,(RAND, ® 
H,(K’, RAND,))). If the message authentication code is verified, the BS/AMF/SMF 
generates a RAND, and computes [H,(K’, RAND,)|*4N™:. The BS/AMF/SMF sends 
(RAND,, H)(K’, RAND,), [Ho(K’, RAND,)|®4%:) to the UE. 

e 0-5: The UE verifies the H,(K’,RAND,), generates a RAND,, computes k, = 
[H,(K’, RAND,)|®4%:"4NP2. The UE sends the H,(K’, RAND.) to the BS/AMF/SMF. And 
the BS/AMF/SMF verifies the hash value and computes kj, = [H)(K’, RAND,)|®48?:"4NP2, 
where ky = Kes which is the secret shared between the UE and the BS to provide 
confidentiality service for the full authentication protocol. 


6.4.3 Full Authentication 


Once the pre-authentication process is complete, every UE joining the network for the first 
time is required to undergo a full authentication procedure to establish a secure connec- 
tion with the network. This is necessary to ensure the confidentiality and integrity of the 
communication and to prevent potential security breaches. The new full authentication 
protocol enables various security features, including mutual authentication between the 
UE and the BS, the UE and the UDM, and the UE and the AP. Additionally, it facilitates 
key generation and agreement for encryption and integrity protection. These measures are 
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crucial for establishing a secure and reliable connection between the UE and the network. 
A batch authentication vector can be generated and stored in a BS/AMF/SMF to speed up 
the handover between BSs. 

Figure 6.8 illustrates the updated full authentication protocol, which comprises Steps 
1-10. These steps detail the process of establishing a secure connection between the UE 
and the network by enabling mutual authentication, key generation, and agreement for 
encryption and integrity protection. By utilizing the shared secret ky = kj established dur- 
ing the pre-authentication process, the full authentication protocol can provide confiden- 
tiality services to ensure secure communication between the UE and the network. The 
follows describe the full authentication protocol in detail. 


e 1: The UE generates a TS and encrypts the message of PID and TS with k/, sends 
the E,, (PID, TS), the identity of home network I[Dy,, the identity of AP ID,p to the 
BS/AMF/SMF. 

e 2: The BS/AMF/SMF decrypts the message with k,, verifies TS, generates a message 
authentication code H,(K”, (PID ® IDyn @ ID,p), and sends PID, IDyy, ID 4p with the 
message authentication code to the AUSF. 

e 3: The AUSF verifies the message authentication code and sends PID to the UDM. 

e 4: The UDM finds the corresponding real ID and long-term key K and generates a 
batch of m authentication vectors, each of them including a random number RAND, an 
authentication token AUTH, and an expected response (XRES). The UDM also generates 
a key Kyysp- The UDM sends (PID, AV[1, ...,m], K,ysp). In each authentication vector, 
the AUTN is represented as a message authentication code, denoted by H,(K, RAND). 
This code plays a crucial role in ensuring the integrity and authenticity of the authenti- 
cation process by verifying the validity of the exchanged messages between the UE and 
the network. 

e 5: The AUSF derives a key Kyyp from Kyysp and sends Kyyp with (PID, AV[1, ...,m]) to 
the BS/AMF/SMF. 

e 6: The BS/AMF/SMF generates two keys K, and K; for confidentiality and integrity protec- 
tion for the link between the UE and the BS/AMF/SMF based on the key K jy, a RAND! 
which is used to derive a session key Ky, a new pseudo ID (NPID). The BS/AMF/SMF 
randomly chooses an authentication vector from AV and sends the encrypted (RAND, 
AUTH, RAND’, and NPID) to the UE. 

e 7: The UE verifies the AUTH. If AUTH is verified, the UE computes the RES, K,, and 
K, for confidentiality and integrity protection for the link between the UE and the 
BS/AMF/SMF based on RAND, and other pair of K} and Kj for confidentiality and 
integrity protection of the link between UE and the AP based on RAND". The UE sends 
the RES to the BS/AMF/SMF. 

e 8: The BS/AMF/SMF verifies the RES received from the UE. If the RES is verified, the 
BS/AMF/SMF sends encrypted K,,,,, and NPID with the secret shared between the AP 
and the BS/AMF/SMF. 

e 9: The AP decrypts the message and generates the pair of K} and Kj for confidentiality 
and integrity protection of the link between UE and the AP based on Ky, and sends the 
encrypted NPID to the BS/AMF/SMF. 

e 10: The BS/AMF/SMF verifies the encrypted NPID and sends an authentication confir- 
mation with NPID, PID, and ID,» to the AUSF. 


6.4 A New Authentication Protocol for 5G Networks | 83 


Figure 6.9 The new fast authentication 
protocol — APs handover. 


6.4.4 Fast Authentication 


Fast authentication can be achieved in two scenarios, namely handover between APs and 
handover between BSs. In both scenarios, the primary goal is to establish a secure and 
reliable connection between the UE and the network as quickly as possible to ensure unin- 
terrupted service and prevent potential security breaches. 


6.4.4.1 Handover Between APs 

As the small cells and APs join the network, they are registered with the BS/AMF/SMF, 
which establishes a shared secret between the APs and the BS/AMF/SMF to ensure secure 
communication. In fast authentication scenarios, the BS/AMF/SMF serves as a trusted 
authority to establish a new session for the UE during user plane handover. This approach 
ensures that the UE can transition seamlessly between different access points while main- 
taining the security and integrity of the connection. 

Figure 6.9 illustrates the new fast authentication protocol, which does not involve the 
CN. As the UE maintains its connection with the BS/AMF/SMF, it can securely send 
the handover request to the BS/AMF/SMF. The fast authentication protocol consists of the 
following steps, which ensure the seamless transition of the UE between different access 
points while maintaining the security of the connection. 


e 1: The UE sends the encrypted PID and a TS, and the identity of target AP ID,,p to the 
connected BS/AMF/SMF for user plane handover. 

e 2: The BS/AMF/SMF verifies the TS and sends the handover request to the target AP. 
The handover request includes an NPID and a session key Kgyp generated by the SMF. 
The handover request is encrypted by the secret shared between the BS/AMF/SMF 
and the target AP. 

e 3: The target AP verifies the request, sends a confirmation to the BS/AMF/SMF, and gen- 
erates a pair of confidentiality and integrity keys based on Kgyyp. 

e 4: The BS/AMF/SMF sends the confirmation to the UE with the NPID and the session key 
Kgyp- The confirmation message is encrypted with the secret shared between the UE and 
the BS/AMF/SMF. The UE generates a pair of confidentiality and integrity keys based on 
Ksur- 

When the NPID and the confidentiality and integrity keys are exchanged between the UE 
and the target AP, they can establish a secure communication channel and authenticate 
each other. This enables the UE to seamlessly transition to the target AP while maintaining 
the security of the connection. The BS/AMF/AMF will update the NPID to the CN after the 
UE connects with the target AP. 
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Figure 6.10 The new fast authentication 
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6.4.4.2. Handover Between BSs 
In addition to handovers between APs, this study also considers fast handovers between 
BSs. To achieve this, m batch authentication vectors are used to enable rapid authentication 
between BSs. During the BS handover, a small-cell AP maintains the UP connection with 
the UE, allowing for both CP and backup UP handovers to occur. 

Figure 6.10 illustrates the new fast authentication protocol designed specifically for han- 
dover between BSs. 


e 1: The UE sends the encrypted PID, the identity of the target BS ID;,,, and a TS to the 
source BS/AMF/SMF for CP and backup UP handover. 

e 2: The source BS/AMF/SMF verifies the TS, generates a session key ies and sends it 
with the unused authentication vectors and the PID through a secure Xn interface to the 
target BS/AMF/SMF. 

e 3: The target BS/AMF/SMF verifies the handover request and sends a confirmation to 
the source BS/AMF/SMF. 

e 4: The source BS/AMF/SMF sends the encrypted session key K{,,,, to the UE. 

e 5: The target BS/AMF/SMF generates a pair of keys for encryption and integrity protec- 
tion based on the RAND in one of the unused AV. The target BS/AMF/SMF sends the 
encrypted RAND and AUTH from the unused authentication vector to the UE. 

e 6: The UE verifies the message authentication code, computes the RES, a pair of keys for 
encryption and integrity protection based on RAND, and sends the encrypted RES to the 
target BS/AMF/SMF. 


6.5 Security Analysis of the New 5G Authentication Protocols 


This section provides a security analysis of the new authentication protocols with respect 
to authentication, confidentiality, and privacy properties. 


Authentication: To prevent fake BS and MITM attacks during pre-authentication, it is 
essential to authenticate BS/AMF/SMF to AUSF using the shared secret as the key 
and the message authentication function. The UE also needs to authenticate itself 
to AUSF based on the shared hash function. Once AUSF has authenticated UE and 
BS/AMF/SMF in the pre-authentication, they can achieve secret sharing through 
Diffie-Hellman key exchange. The shared secret between UE and BS/AMF/SMF is 


6.6 Performance Evaluations 


then utilized to authenticate them both and provide confidentiality service for the full 
authentication. For full authentication, mutual authentication between UE and UDM 
is achieved through the long-term key shared between UE and UDM. The mutual 
authentication between UE and AP is achieved with the help of BS/AMF/SMF after 
the mutual authentication between UE and UDM. After the mutual authentication 
between UE and AP, the pair of confidentiality and integrity keys is shared between 
UE and AP. To expedite handover of BSs and APs without excessive signaling between 
the RAN and CN, multiple authentication vectors are created. The fast authentication 
process used during AP handover, which includes mutual authentication between UE 
and the target AP, is comparable to the full authentication process used for BS handover 
involving the BS, AMF, and SMF. The session key between UE and the AP is generated 
by BS/AMF/SMF. To expedite the authentication process during BS handover, mutual 
authentication between BSs is achieved using a shared secret. Additionally, unused 
authentication vectors can be leveraged by the target BS to establish new session keys, 
rather than being generated by the source BS. Overall, the new authentication protocols 
presented here enable mutual authentication between UE and BS, UE and CN, as well 
as UE and AP. 

Confidentiality: Pre-authentication employs the Diffie-Hellman key exchange to facilitate 
secret sharing between UE and BS/AMF/SMF. This shared secret is leveraged to provide 
confidentiality during the full authentication protocol between UE and BS/AMF/SMF, 
effectively preventing eavesdropping and man-in-the-middle (MITM) attacks. After the 
mutual authentication between UE and UDM, the confidentiality of communications 
between UE and BS/AMF/SMF is provided by the confidentiality key generated based on 
the authentication vector. Confidentiality between UE and AP is established by generat- 
ing a confidentiality key from the session key created by BS/AMF/SMF prior to mutual 
authentication. This confidentiality service effectively mitigates MITM and DoS attacks 
by ensuring that authentication parameters cannot be exploited. 

Privacy: During pre-authentication, the PID of UE is transmitted in plaintext. However, 
after pre-authentication, both the PID and NPID are encrypted, which helps to safeguard 
the privacy of UE identities. The real identities of UE are only known by the UE and the 
CN. Each time UE associates with an AP, an NPID is assigned to the UE. Due to the 
proposed mechanism, the current AP is unable to access information about the previous 
or future AP associations of a UE. This ensures location privacy for the UE. 


6.6 Performance Evaluations 


This section presents an evaluation of the performance of the proposed authentication 
protocols in terms of communication overhead and computation overhead. To assess the 
communication overhead of the proposed authentication protocols, the total transmission 
message size for each protocol is calculated. Given that LTE AKA is employed during LTE 
handover scenarios, the performance of the fast authentication protocol is compared to that 
of LTE AKA. In terms of computation overhead, the same LTE AKA algorithms are utilized. 
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6.6.1 Communication Overhead 


Table 6.1 presents the authentication parameters used for calculating communication over- 
head. 

Table 6.2 illustrates a comparison of communication overhead between the proposed 
fast authentication and LTE authentication protocols. The proposed fast authentication 
protocols incur higher communication overhead between the UE and RAN, but do not 
require involvement of the CN. The signaling overhead between RAN and CN is signifi- 
cantly reduced. Overall, the proposed fast authentication protocols exhibit lower commu- 
nication overhead. Additionally, due to the reduced distance between the UE and RAN, the 
fast authentication protocols are also more efficient in terms of communication costs and 
offer lower latency. 


6.6.2 Computation Overhead 


To compare computation overhead, the same algorithms used in LTE are employed. 
Cryptographic functions utilized in the authentication protocol, namely MAC, encryp- 
tion/decryption, and key generation, is classified based on their computation requirements. 


Table 6.1 Parameters of authentication protocols. 


Symbol Definition Size (bits) 
PID Pseudo identity 128 
NPID New pseudo identity 128 
IDun Home network identity 128 
IDs Base station identity 64 
ID sp Access point identity 64 
Kgur Session management function key 128 
Kaur Access and mobility management function key 256 
RAND Random number 128 
TS Time stamp 64 
MAC Message authentication code 64 
RES XRES Response expected response 64 


Source: Adapted from Saxena et al. [2016]. 


Table 6.2. Communication overhead comparison. 


Communication overhead Fast authentication Fast authentication 
(bits) EPS AKA _ for APs handover for BSs handover 
Between UE and RAN 627 640 960 

CN side 1011 0 0 


EPS, evolved packet system. 
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Table 6.3 Computation overhead comparison. 


Fast authentication Fast authentication 


Computation overhead EPS AKA __ for APs handover for BSs handover 
UE side B+C 2A+B+C A+B+C 
CN side B+C 0 0 


HMAC-SHA1 is used for MAC, 128-bit symmetric key encryption/decryption is used for 
encryption/decryption, and HMAC-SHA256 is used for key generation. Computation 
overhead for MAC, encryption/decryption, and key generation are represented by A, B, 
and C, respectively. Table 6.3 illustrates the comparison of computation overhead. The 
proposed fast authentication protocols entail no computation overhead on the CN or UE 
side. However, due to the additional confidentiality service provided in the full authen- 
tication protocol, the UE side incurs extra computation costs for encryption/decryption. 
Since the extra computation cost for encryption/decryption using symmetric algorithms is 
manageable, the proposed fast authentication protocols offer a viable solution for reducing 
computation and communication costs associated with handover processes. Furthermore, 
the absence of computation overhead on the CN side further contributes to lowering 
communication costs. 


6.7. Conclusion 


The aim of this chapter is to examine mobility management in 5G wireless networks, which 
demands secure and efficient management owing to the advanced communication and net- 
working technologies employed in 5G, including HetNets and new radios. To overcome 
these challenges, a secure and efficient 5G mobility management scheme for SDN-based 5G 
wireless networks is proposed, leveraging the benefits of dual connectivity and separation 
of UP and CP. Various handover scenarios and schemes are analyzed under this proposed 
system model. 
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Open Issues and Future Research Directions for Security and 
Privacy in 5G Networks 


Despite the progress made in 5G wireless security and privacy, there are still numerous 
challenges and issues that need to be addressed. This chapter aims to identify some of the 
open issues and outline potential research directions to enhance the security and privacy 
of 5G wireless networks. 


7.1 New Trust Models 


With the advanced features and services offered by 5G wireless networks, there is a grow- 
ing need to apply these services to various vertical industries, such as smart grids, smart 
homes, vehicular networks, and m-health networks. In contrast to legacy cellular networks, 
trust models in 5G wireless networks may involve additional actors, including new entities 
with varying trust levels. Therefore, authentication mechanisms may need to be imple- 
mented between various actors with multiple trust levels [AB Ericsson, 2018, Wang et al., 
2021al. 

Research has been conducted on trust models for various use cases, as reported in 
Jellen et al. [2021]. For instance, in Eiza et al. [2016], the authors proposed a system 
model to ensure secure data transmission for vehicular communications over 5G wireless 
networks. The proposed system model comprises department of motor vehicles (DMV), 
trusted authority (TA), law enforcement agency (LEA), and vehicles. The trust model in 
5G wireless networks is more complex than that in legacy cellular networks, particularly 
in scenarios involving multiple actors with varying trust levels. Given the massive number 
of devices in 5G networks, new trust models are required to improve security services for 
IoT use cases, including authentication. However, while there has been some research 
on trust models for specific use cases, such as vehicular communications, there remains 
a lack of a comprehensive trust model that incorporates all relevant actors, including 
devices and fusion centers, as observed in Labib et al. [2015]. For certain applications, 
networks may have various types of devices connected, some of which may be used solely 
for data collection while others may access the internet. As such, the trust requirements 
for each device may differ, necessitating corresponding trust models that cater to their 
unique security needs. These trust models may have varying security requirements to 
meet additional security demands. For instance, to meet high-security level demands, 
dual authentication mechanisms such as password and biometric authentication may be 
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necessary [Huawei, 2015]. In the case of m-health networks, a trust model was proposed in 
Zhang et al. [2017a], which addressed the privacy concerns and specified the relationships 
between the client, network management, and physician. 

In conclusion, as 5G networks continue to enable new applications, novel trust models 
are required to cater to their security needs and demands. 


7.2 New Security Attack Models 


Based on recent research activities, the most commonly used attack model in physical layer 
security (PLS) involves a single eavesdropper equipped with a single antenna. However, 
the number of eavesdroppers in 5G wireless networks can be high, and they may utilize 
advanced technologies such as massive multiple-input and multiple-output (MIMO) [Chen 
et al., 2016a]. Furthermore, practical scenarios can involve different types of attacks [Li 
et al., 2020], and considering only one type of attack neglects the possibility of cooperation 
among jammers or eavesdroppers, making physical layer (PHY) security more complex. 
Although increasing the transmission power of the sender can mitigate jamming attacks, 
it can also increase the vulnerability to eavesdropping attacks. Therefore, there is a need 
to explore and develop more comprehensive attack models to enhance PLS in 5G wireless 
networks. 

In addition, the adoption of software-defined network (SDN) and network functions vir- 
tualization (NFV) in the new service delivery model has resulted in more exposed vulner- 
able points [Dabbagh et al., 2015]. The separation of software from hardware means that 
the security of software is no longer solely reliant on the specific security attributes of the 
hardware platform [AB Ericsson, 2018]. As a result, the need for strong virtualization isola- 
tion has become increasingly crucial. To address this issue, network slicing was introduced 
in NGMN Alliance [2016] to provide isolated security. Furthermore, Luo et al. [2015a] pro- 
posed an effective vulnerability assessment mechanism for SDN-based mobile networks 
that uses an attack graph algorithm. They also presented a comprehensive security attack 
vector map of SDN. 

New attack models in 5G wireless networks, enabled by emerging technologies and deliv- 
ery models, pose significant challenges for security implementation compared to legacy 
cellular networks [Dai et al., 2020]. Despite this, there is currently limited research on these 
new attack models and potential solutions. 


7.3 Privacy Protection 


The increased usage of data in new 5G applications necessitates the transmission of vast 
amounts of sensitive data through the open network platforms, thereby raising concerns 
about potential privacy breaches [Huawei, 2015, Huang et al., 2020]. Therefore, the safe- 
guarding of privacy is of utmost importance for enabling the implementation of various 
applications. Depending on the security requirements, privacy protection in different use 
cases can vary, encompassing concerns such as location privacy and identity privacy [Fang 
and Qian, 2020]. Various privacy concerns arise in 5G wireless networks due to the open 
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network platforms, which can potentially result in the leakage of massive amounts of sensi- 
tive data. To address these concerns, different privacy protection measures are needed based 
on the specific use cases and security requirements. For instance, in healthcare applications, 
privacy protection is crucial to secure patients’ data and identity. In this regard, [Zhang 
et al., 2017a] proposed a protocol that ensures secure data access and mutual authenti- 
cation between patients and physicians. Similarly, for vehicular communications, privacy 
protection involves safeguarding the identity of a vehicle and the transmitted video con- 
tents. Moreover, to avoid location leakage in HetNets, [Farhang et al., 2015] proposed a 
differential private association algorithm. However, the sensing of the service type offered 
to a user may also pose a threat to user privacy, as discussed in Eiza et al. [2016] and Huawei 
[2015]. Therefore, differentiated quality of privacy protection should be provided based on 
the service type, while simultaneously ensuring user privacy. 

The protection of privacy in 5G networks presents a significant challenge due to the mas- 
sive volume of sensitive data transmitted and the open network platforms, which raise 
concerns about potential privacy leakage. Currently, encryption mechanisms are mainly 
used to implement privacy protection, but the encryption and decryption processes may 
affect other 5G service requirements such as latency and efficiency. Moreover, the use of 
powerful data analysis methods like machine learning adds complexity to privacy protec- 
tion. However, data analysis can also be used intelligently to reduce the cost of encryption 
and protect sensitive dimensions before data transmission. For identity privacy, new man- 
agement approaches should be considered, while multiple association mechanisms can 
enhance location privacy in different use cases. All these factors contribute to the challenge 
of providing adequate privacy protection in 5G wireless networks. 


7.4 Unified Security Management 


Although security features like access authentication and confidentiality protection are 
similar to those used in legacy cellular networks, a standard and basic set of security fea- 
tures is still needed for 5G wireless networks due to the various services, access technolo- 
gies, and devices used [HUAWEI, 2016]. The unique security perspectives in 5G wireless 
networks, such as security management across heterogeneous access and for numerous 
devices, require a new security framework. For instance, the proposed security architec- 
ture in Chapters 5 and 6 introduces flexible authentication and handover between different 
access technologies, which necessitates defining security management for heterogeneous 
access to ensure flexibility for all access technologies. Additionally, security management 
for burst access behavior in many devices, such as IoT applications, needs to be studied to 
support efficient access authentication. 
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